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be made available at that time.
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CHAPTER 1: TIER 2 SITE ASSESSMENT OVERVIEW AND GENERAL CONSIDERATIONS

1.1 Tier 2 Site Assessment General Overview

The purpose of this guidance document is to supplement the administrative rules contained in Chapter 567--135,
"Technical Standards and Corrective Action Requirements for Owners and Operators of Underground Storage
Tanks," of the lowa Administrative Code. The objective of a Tier 2 assessment is to collect site-specific data and
with the use of models, determine what actual or potential receptors could be impacted by the chemicals of concern.
The modds also provide a method for predicting a source concentration or Site-specific target level (SSTL) that
would be protective of the receptors.

A Tier 2 dte assessment must be conducted and a site cleanup report submitted for all sites when any of the
following conditions occur:

Free phase petroleum product is present at the site.

The ste owner or tank owner/operator has decided to bypass the Tier 1 assessment and go directly to the Tier 2
assessment phase of the project.

Failed a Tier 1 pathway assessment.
During drilling, bedrock was encountered before groundwater .

Explosive vapor levels were measured when?
The following flow chart may be used to determine when a Tier 2 assessment isrequired.

Flow Chart for Determining When a Tier 2 Assessment is Required

Free Product
Discovered at the Site

Failed Tier 1 Pathway
Assessment

Responsible Party
Decides to Do a Tier 2 »
Assessment

Tier 2
Assessment

Bedrock Encountered
Above Groundwater

Explosive Vapors >




All pathways and chemicals of concern groups must be evaluated when a Tier 2 assessment is being conducted dueto
the presence of free product, the site is located in an area where bedrock is encountered before groundwater, or the
responsible party has eected to go directly to the Tier 2 assessment. The groundwater professional must conduct a
Tier 1 ste analysis to identify complete pathways prior to conducting the Tier 2 assessment. The Tier 2 assessment
then focuses on the compl ete pathways.

The groundwater professonal must refer to the Tier 1 Guidance for instructions on conducting a Tier 1 gte
assessment. Theresults of Tier 1 must be recorded in the Tier 2 assessment report.

For dites that have undergone a Tier 1 assessment, the Tier 2 assessment must focus on al the pathways and
chemicals of concern groups that have not obtained a no further action clearance. A pathway must be reassessed, if
in the course of conducting a Tier 2 assessment, data indicate the conditions for pathway clearance under Tier 1 no
longer exist. The groundwater professional must also be knowledgeable of the investigative methods contained in the
department’s Tier 1 Guidance because the Tier 2 assessment, as noted above, may involve the initial or reevaluation
of pathways.

1.2 Computer Hardware and Software Requirements

The Tier 2 data analyss must be conducted using the department’s computer software. A 486 Intd 50 MHz
processor with 8 MB RAM and 1 GB hard drive, and Windows 3.1 or Windows 95 is needed to run the software.
The software which includes programs for conducting both Tier 1 and Tier 2 evaluations can be obtained from the
IDNR Records Center at a cost. The department’s Tier 2 report form is also available as a Word for Windows
document on disk which may be obtained from the IDNR Records Center by calling 515/242-5818. The results of
the data analysis must be reported in the department’ s Site Cleanup Report (SCR) format.

The department anticipates revising the guidance documents and the RBCA software in the near future. All lowa
certified groundwater professionals will be sent updates of both the guidance documents and the software package as
they become available. Other interested parties may obtain updated versions of the guidance documents and software
by submitting a written request to the IDNR, LUST Coordinator, Wallace Building, Des Moines, |A 50319-0034.
The written request must include the name and mailing address of the person making the request.

1.3 Site Clasdsification

The Tier 2 data analysis requires site classification. Individual pathways may be classified as high risk, low risk or
no action required. Separate classification criteria may apply to actual and potential receptors for any pathway. A
single pathway may have multiple classifications based on actual or potential receptor evaluations. Specific guidance
on classifying sitesis found in section 5.1. A pathway must meet both the criteria for actual and potential receptors
for the pathway to obtain a classification of no action required. Sites may have multiple pathway classifications.
For a site to obtain a no action required classification, all pathways must meet the individual pathway criteria for no
action required classfication. Note, however, al corrective actions necessary to satisfy the criteria for pathway
clearance must be conducted prior to submittal of a Tier 2 report which requests such a site classfication. The
department must be informed if these corrective actions require more than 120 days to complete. All corrective
action supporting documentation must be submitted as attachments to the Tier 2 report. Documentation may include
any of the following:

Completed well plugging forms

Proof of ingtitutional controls (copies of deed restrictions, declaration of restrictive covenants, etc.)
Copies of notices to the IDNR Water Supply Section

Copies of notices to county authorities which issue private water supply construction permits
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Copies of naticesto public authorities responsible for sanitary sewer installation
Report of soil excavation activities

Report of plastic water line replacement or relocation

Copies of naticesto utility companies which supply water to the area of concern

1.4 Budget Approvals

UST owners and operators eligible to receive state funds to cover site investigation expenses must submit the Tier 2
preparation budget (and the Tier 1 preparation budget, if not completed) prior to initiating work at the site to GAB
Robins, PO Box 3837, 2600 72nd Street, Suite A, Des Maines, |A 50322, 515/276-8046. Failure to receive budget
approval from GAB Robins prior to starting work at the site may result in aloss of state benefit digibility.

1.5 Laboratory Methods

Laboratories which analyze soil and water samples from releases of petroleum-regulated substances must be certified
(under 567 - Chapter 42, Part C) in accordance with 567-135.16(455B). A list of certified laboratories may be
obtained from the IDNR by calling 515/242-6492.

Soil and groundwater samples from releases of petroleum-regulated substances must always be analyzed for the
presence of benzene, ethylbenzene, toluene, and xylenes. Additionally, if the release is suspected to include any
petroleum-regulated substance other than gasoline or gasoline blends, or if the source of the release is unknown, the
soil and groundwater samples must be tested for the presence of Total Extractable Hydrocarbons (TEH).

lowa Method OA-1 (revision 7/27/93) shall be used for the analysis of soil and water for high volatile petroleum
compounds (i.e., benzene, ethylbenzene, toluene, xylene). lowa Method OA-2 (revision 7/27/93) shall be used for
the analysis of soil and water for low- or semi-volatile petroleum compounds (i.e., al grades of diesd fud, fud ail,
kerosene, oil, and mineral spirits). Copies of lowa Methods OA-1 and OA-2 are available from IDNR by calling
515/242-6492.

A copy of the chromatograms and associated quantitation reports for the waste oil, diesd, and gasoline standards
used by the laboratory to identify and quantify the fiedd samples must be submitted. The laboratory analytical
reports must state whether the sample tested matches the laboratory standard for waste ail, diesel or gasoline or that
the sample cannot be reliably matched with any of these standards.

1.6 Soil GasAnalysis

The Nationa Ingtitute for Occupational Safety and Health (NIOSH) Method 1501, or a department-approved
equivalent method shall be used for the analysis of soil gas and indoor air for benzene and toluene vapors. NIOSH
Method 1501 is published in the NIOSH Manual of Analytical Methods, 1994. [If an alternative soil gas analytical
method is to be used, a proposal must be submitted to the department prior to its use. The proposal must contain a
judtification for the use of an alternative method and a copy of the method including information on sample
preparation, calibration, quality control, equipment and materials used in sample extraction and analysis, and
calculations used to determine concentrations of chemicals of concern.

1.7 Quality Control/Quality Assurance Procedures

The quality control/quality assurance (QC/QA) procedures used during the site investigation must be at least as
stringent as those contained in IDNR's Leaking Underground Storage Tank Quality Assurance Plan. Copies of
IDNR's Leaking Underground Storage Tank Quality Assurance Plan may be obtained by calling 515/242- 6492. The

10



groundwater professional must be able to provide IDNR with copies of the QC/QA plan designed for the site, field
notes and chain of custody forms on request.

1.8 Plugging Abandoned Wells And Borings

All abandoned wells and borings that access groundwater must be plugged according to 567--Chapter 39. Contact
the IDNR Water Supply Section (515/281-7814) for additional information concerning this requirement. IDNR
Form 542-1226 must be completed for all plugged wells and boreholes. Note, however, that monitoring wells used to
assess the release under investigation should not be plugged until the department has approved a no action required
classfication for the Site.

1.9 Sail Gas Sampling

Soil gas measurements may be used to evaluate the groundwater vapor to enclosed space and soil vapor to enclosed
space pathways. Additionally, soil gas sampling is required to define the soil gas plume for the special assessment
procedure required for the groundwater vapor to enclosed pathway in bedrock situations.

For the normal site assessment (non-bedrock situations), soil gas must be sampled at the location of maximum soil
concentrations, and at a depth above the water table expected to exhihit the highest gas reading based on field
screening and analytical results. In order to verify the soil gas measurement is representative of the maximum
expected gas level, a second soil gas sample (confirmational) must be taken at least two weeks from the initia soil
gas sampling event. One of the samples (initial or confirmational) must be taken during a seasonal period of lowest
groundwater eevation and, if applicable, below the frost line. The following exploratory methods may be used to
obtain soil vapor samples:

Option 1: A hollow, small-diameter (minimum 0.5-inch outside diameter), threaded stedl casing fitted with a
loose-fitting end plug is driven to the appropriate sampling depth. The casing is retracted a minimum of 12 inches
to expose the soilsin the sdewalls. The end plug should fit such that it remainsin place at the bottom of the hole
when the casing is retracted. The top of the casing is capped. Allow the soil air to stahilize for at least one hour
prior to sampling. When direct-push technologies are used as a means of obtaining soil vapor samples, analysis
using portable equipment is not acceptable. Samples must be collected using specialized sampler tubes and sent
to alaboratory for analysis.

Option 2: A small-diameter (suggested 3-inch) hand auger boring is extended to appropriate sampling depth. A
hollow, 1-inch diameter, threaded PVC casing perforated in the lower 12 inches is placed in the borehole. Sand
backfill is placed to a depth not to exceed 18 inches above the bottom of the boring, covering the perforated
section of the casing. The remainder of the borehole must be filled with hydrated bentonite to seal around the
casing. Thetop of the casing is capped. Allow the soil air to stabilize for at least one hour prior to sampling.

Soil gas samples must be collected and analyzed using NIOSH Method 1501, or a department-approved equivalent.
Soil gasis collected by means of adsorption onto solid activated carbon media. Glass tube samplers which comply
with NIOSH Method 1501 and piston-type vacuum samplers are available commercially. The vacuum sampler used
must be capable of drawing two hundred milliliters (200 ml) of casing air through the carbon media by either single
or incremental operation. The pump must be factory calibrated according to manufacturer’ s specifications, and fitted
with an indicator which visibly shows when the sampling cycle has been completed. Flow rates must be verified and
volume checks must be conducted immediately prior to and immediately after sampling. Sampling equipment must
be cleaned prior to each sampling event and stored to prevent cross-contamination. Cleaning of equipment must
occur away from the sampling location and sufficient time must be allowed for the evaporation of any cleaning
solvents which may interfere with chemical analyss.
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Consult NIOSH Method 1501 and the instructions provided by the manufacturer of the sampler device for specific
sampling procedures. The following general procedures are recommended to obtain a representative soil gas sample:

1. Attach asufficient length of rubber tubing to the sampling pump to form an air tight seal.

2. Break thetip of the sampler tube and fasten the tube securdly to the free end of rubber tubing with the arrow of
the sampler tube pointing toward the pump.

3. Insert the sampler tube into the casing and position it so theinlet of the sampler tube is above, but within 6 inches
of, the bottom of the casing.

4. Draw a 200 ml volume of soil air through the sampler tube and immediately withdraw it from the borehole
casing.

5. Disconnect the sampler tube from the rubber tubing and seal the tube using the plastic caps provided by the
vendor.

Standard handling and transporting procedures are used for the sampler tubes including the processing of chain-of-
custody forms. Samples must be analyzed for benzene and toluene in accordance with NIOSH Method 1501.
Analysis of sample blanks for quality assurance is recommended. One sample blank should be submitted for each
sampling event.

1.10 Indoor Vapor Sampling

Indoor vapor measurements may be used to evaluate the groundwater vapor to enclosed space and soil vapor to
enclosed space pathways if soil gas measurements exceed the soil gastarget levels. Soil gas target levels and indoor
vapor target levels are found in section 3.3.6 of this guidance. See sections 3.3 and 3.4 for conditions under which
indoor vapor sampling is allowed.

In order to verify the indoor vapor measurement is representative of the maximum expected level, two sampling
events must be conducted at least two weeks apart, with one of the sampling events conducted during a seasona
period of lowest groundwater eevation.

Indoor vapor must be sampled in the subsurface portion/room of the structure (i.e., basements, half-basements, etc.),
and vapor concentrations are determined for only the enclosed space volume of the subsurface room being tested. Air
samples which represent a time-weighted average (TWA), are collected using personal air sampling pumps and solid
sorbent tubes (charcoal-filled).

Consult NIOSH Method 1501 and the instructions provided by the manufacturer of the sampler device for specific
sampling procedures. The following general procedures are recommended to obtain representative indoor vapor
samples:

1. Cdlibrate the pump according to the manufacturer’s specifications. The vacuum pump must be equipped with a
meter which indicates the flow rate. Flow rates must be verified and volume checks must be conducted
immediately prior to and immediatdy after sampling.

2. Bresk the tip of the sampler tube and fasten the tube securdly to rubber tubing which is connected to the pump.
The arrow of the sampler tube must be pointed toward the pump.

3. Determination of exposure must be made from breathing zone air samples that are representative of an occupant’s
average exposure to airborne chemicals of concern.

4. Measurements must be taken so that a representative average 8-hour exposure can be determined from a single 8-
hour sample or two 4-hour samples. Short time interval samples (grab samples) may aso be used to determine
average exposure leve if a minimum of five(5) measurements are taken in a random manner over an 8-hour time
period.

5. Disconnect the sampler tube from the rubber tubing and seal the tube using the plastic caps provided by the
vendor.
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6. Sampling equipment must be cleaned prior to each sampling event and stored to prevent cross-contamination.
Cleaning of equipment must occur away from the sampling location and sufficient time must be allowed for the
evaporation of any cleaning solvents which may interfere with chemical analyss.

Indoor vapor samples must be analyzed using NIOSH Method 1501, or a department-approved equivalent. Standard
handling and transporting procedures are used for the sampler tubes including the processing of chain-of-custody
forms. Samples must be analyzed for benzene and toluene. Analysis of sample blanks for quality assurance is
recommended. One sample blank should be submitted for each sampling event.

1.11 Report Submission

Submittal schedule. Owners and operators must submit a Tier 2 site cleanup report within 180 days of the date the
department approves the Tier 1 assessment report or if the department does not review the Tier 1 assessment report,
within 240 days after the Tier 1 report was submitted to the department. If the owner or operator has dected to
conduct a Tier 2 assessment instead of a Tier 1, or a Tier 2 assessment is required due to the presence of free
product, the Tier 2 site cleanup report must be submitted within 180 days of the date the rel ease was confirmed. The
department may establish an alternative schedule for submittal.

Send one copy of the completed Tier 2 report to the lowa Department of Natural Resources, LUST Coordinator,
Wallace Building, Des Moaines, |1A 50319-0034 and, if the state UST Fund is being used, one copy to GAB Robins,
PO Box 3837, 2600 72nd Street, Suite A, Des Moines, 1A 50322.

The completed Tier 2 report form must be accompanied by the attachments, maps, and appendices listed in section
6.9. Title and number each document as directed and attach the documents in the same order as listed. Ensure all
maps are legible, have a north arrow, scale and legend. If possible, maps should either be prepared on 8¥2 x 11 inch
paper or reduced to that size by a single fold preferably with north at the top of the page. Additional reports
containing pertinent data not required by the Tier 2 assessment may be submitted as attachments. This does not
mean photocopy the LUST file and add it as an attachment. However, please ensure the Tier 2 report contains all the
information requested.

A checkligt of al the components of the Tier 2 report is included with the form to assst with report compilation.
Those items which may not be necessary for all reports are labeled “optional”. Information specific to the site will
dictate whether some optional items must be included. It is the responshbility of the groundwater professional to
determine what site-gpecific information must be included to produce a complete report. Incomplete Tier 2 reports
and Tier 2 reports not submitted in the format required by this document will be rejected.

1.12 Report Review Procedures

A Tier 2 site cleanup report is considered to be complete if it contains all the information and data required by this
rule and the department's Tier 2 guidance. The report is consdered accurate if the information and data are
reasonably reliable based first on the standards in these rules and department guidance, and second, on generally
accepted industry standards.

Unless the report proposes to classify the site as no action required, the department must approve the report within 60
days of receipt for purposes of completeness or disapprove the report upon a finding of incompleteness, inaccuracy
or noncompliance administrative rules applicable to the RBCA process. If no decison is made within this 60-day
period, the report is considered to be approved for purposes of completeness only.

If a no action required site classfication is proposed, the 60-day limitation does not apply. The department will
review each Tier 2 ste cleanup report which proposes a no action required site classification to determine if the data
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and information are complete and accurate, the data and information comply with department rules and guidance and
the site classification proposal is reasonably supported by the data and information.

Upon approval of the Tier 2 site cleanup report for purposes of completeness or as directed by the department,
owners and operators must either implement the corrective action recommendations, including any modifications
required by the department, or prepare a Tier 3 sSte analyss. Owners and operators must monitor, evaluate, and
report the results of corrective action activities in accordance with the schedule and on forms or in a format required
by the department.

The department may, in the interest of minimizing environmental or public health risks and promoting a more
effective cleanup, require owners and operators to begin cleanup of soil and groundwater before the Tier 2 dite
cleanup report is approved.

1.13 Expedited Corrective Action

An owner, operator or responsible party of a site at which a release of regulated substance is suspected to have
occurred may carry out corrective actions at the site provided the department receives natice of the expedited cleanup
activities within 30 calendar days of their commencement and the corrective action does not include active treatment
of groundwater other than 1) as previoudy approved by the department; or 2) free product recovery.

Expedited corrective action is not intended to be a subgtitute for a site check or tiered evaluation. The purposeisto
provide a mechanism for limited and prompt remediation without unnecessary delays for proposal submittal,
department review, etc. Generally, expedited corrective action is limited to excavation of contaminated soils.
Excavation activities must be conducted in accordance with procedures in Subrule 135.12(11) and the soil excavation
requirements identified in section 5.6 of this guidance. Excavation may be conducted at any time including in
conjunction with a Tier 1 or Tier 2 Site assessment. However, adequate sampling must be conducted to determine the
levels of contaminantsin soil before and after the excavation. Groundwater sampling shall be required as provided in
ether 135.6(3)b - site check procedures, or 135.9(1) - Tier 1 Site assessment procedures. A report of the excavation
which includes the information listed in section 5.6 must be submitted as part of a ste check report or as an
Appendix tothe Tier 1 or Tier 2 report, whichever applies.
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CHAPTER 2: MODELING

This section provides a general discussion about the models used in the Tier 2 site evaluation and guidance on how to
determine the source width and length for modding use.

2.1 Groundwater model

Tier 2 uses fate and transport models to predict the maximum distance groundwater contamination is expected to
migrate and the distribution of concentrations of chemicals of concern within the anticipated plume. The mode is
used for two basic purposes. One, it is used to predict at what levels of concentration the chemicals of concern would
be expected to impact actual and potential receptors. Two, it is used to determine a concentration for chemicals of
concern at the source which if achieved, and after disperson and degradation, would protect actual and potential
receptors at the point of exposure. In predicting the transport of contaminants, the models assume the contaminant
plume is at "steady state" such that concentrations throughout the plume have reached a maximum level and are
steady or decreasing. The Tier 2 models are only designed to predict transport in a direct line between the source and
downgradient to a receptor. In order to more reasonably define a modeled plume in al directions, a method for
calculating decreasng modeled concentrations as a percentage of their distance in degrees from the downgradient
direction must be applied.

2.2 Soil vapor model

The soil vapor moddl is a vertical transport model and does not use modeling to predict soil contaminant transport
horizontally to receptors.

2.3 Soil leaching to groundwater model

The soil leaching to groundwater model predicts the maximum concentrations of chemicals of concern that would be
expected in groundwater due to vertical leaching from the area of maximum soil concentrations and then incorporates
the groundwater transport modelsto predict contaminant transport through groundwater pathways.

2.4 Moddling default parameters

The Tier 2 modd formulas require the use of Ste-specific parameters. Due to the difficulty and/or expense in
obtaining values, default parameters have been specified in Appendix B of the rules. The default parameters must be
used unless otherwise specified. A hydraulic conductivity value (K) of 5 m/d is used when the recharge rate of the
well istoo rapid to be accurately measured.

2.5 Sourcewidth groundwater transport modeling

The source width is a variable used in modeling and must be determined as follows. Determining the source width is
not the same process as defining the extent of the contaminant plumes.

To determine the source width (S, in modes) for groundwater transport modeling, sum the group one chemical
(BETX) concentrations for each groundwater sample. Identify the location of the sample with the maximum total
BTEX concentration. Linear interpolation is used to estimate the area where groundwater concentrations would be
expected to exceed 50 percent of the maximum BTEX value. This area is consdered for the source width
measurement. The same procedure is used to determine source width for group two chemicals, using TEH in
groundwater. The width of the groundwater contamination source plume, perpendicular to estimated groundwater
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flow direction, is considered to be the S,. The larger S, measurement of either group one (BETX) or group two
chemicals (TEH) is used in the groundwater transport mode. Use the greatest measured dimension of the
groundwater contamination source width plume if the groundwater gradient is less than 0.005 or the groundwater
contaminant plume shows no definitive direction or shows directional reversals. If the direction of plume migration is
sgnificantly different from the calculated groundwater flow direction use the S, measurement perpendicular to
plume movement.

When egtimating S,, when free product is present, the groundwater from wells with free product must be analyzed for
BETX and if applicable, TEH. The wells should be purged prior to sample collection. The groundwater sample
should be obtained by lowering a tranducent bailer, with a ball valve in the bottom, into the well. The bailer should
be carefully lowered through the free product and groundwater interface so that a sample of the groundwater under
the free product can be obtained. Avoid the transfer of free product or a free product and groundwater emulsion when
filling the sample vial. For those sites with an approved SCR and groundwater data from wells with free product is
inadequate, the S, measurements are taken from the area representing haf the distance between wells with free
product and wells without free product.

2.6 Source width S, and length (W in models) for soil leaching to groundwater transport modeling

Measurements for both S,, perpendicular to the estimated groundwater flow direction and W paralld to the estimated
groundwater flow direction are used in the soil leaching to groundwater mode.

The first step in determining S, and W is to draw contour lines for the areas of maximum BETX and TEH
concentrations in soil and groundwater. BETX and TEH soil concentrations from both the vadose and saturated zone
must be considered when determining the maximum concentration. The procedure for determining the contour line for
the maximum concentration follows. The example provided isfor BETX in soil. The same basic procedure is used to
draw the contour lines for the areas of maximum BETX concentration in groundwater and the maximum TEH
concentrations in soil and groundwater.

To determine the maximum contour for BETX in soil, sum the BTEX concentrations for each soil sample. The
location of the sample with the maximum total BTEX is identified. Linear interpolation is used to estimate the area
where soil concentrations would be expected to exceed 50 percent of the maximum BTEX value. The area within the
contour is considered for the S, and W measurements.

Using the same procedure, draw maximum concentration contour lines for BETX in groundwater and TEH in soil
and groundwater. The areas within the contours are considered for the S, and W measurements.

Measure the greatest width of each contour area perpendicular to the groundwater flow direction. The largest of these
measurementsis S, .

Measure the greatest width of each contour area paralld to the groundwater flow direction. The largest of these
measurementsis W.

Use the greatest measured dimension of all the contour areas for S, and W if the groundwater gradient is less than
0.005, the groundwater contaminant plume shows no definitive direction or shows directional reversals. If the
direction of plume migration is significantly different from the calculated groundwater flow direction calculate S,
and W for both directions and use the greatest measurements for modeling.

When estimating S, and W with free product is present, the groundwater from wells with free product must be
analyzed for BETX and TEH. The wells should be purged prior to sample collection. For those sites with an
approved SCR and groundwater data from wells with free product is inadequate, the S, and W measurements are
taken from the area representing half the distance between wells with free product and wells without free product.
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2.7 Modeled smulation line

The smulation line represents the predicted maximum extent of the groundwater contamination plume and the
digtribution of contaminant concentrations between the source(s) and actual or potential receptor locations. The
modd calculates the smulation line by using the maximum concentrations at the source(s) and predicted dispersion
and degradation values. Modded data in the smulation line are compared with actua field data to verify the
predictive validity of the model and to make risk classification decisions.

2.8 Modeled site-specific target level (SSTL) line

The modeled SSTL line represents acceptable levels of contaminant concentrations at points between and including
the source(s) and an applicable point(s) of exposure or other point(s) of compliance (e.g., a potential receptor point of
exposure). The SSTL line is calculated by assuming an applicable target level concentration at the point(s) of
exposure or point(s) of compliance and modeling back to the source to determine the maximum acceptable
concentration at the source (i.e., Ste specific target level or SSTL) that must be achieved to meet the target level at
the point of exposure or compliance. Comparison of field data to this SSTL line is used to determine a risk
classification and determine appropriate corrective action response.

2.9 Crossgradient and upgradient modeling considerations

A percentage of modeled contaminant concentrations are used to determine the SSTL line and smulation line in
directions other than downgradient. In general, an angle of 30° to either sde of the range of downgradient directions
will designate 100 percent of modd results, 20 percent of modeled results will be used in the upgradient direction,
and arelative proportion will be used for points between these two guidelines.

To determine the simulation line concentration for a cross or up gradient receptor, measure the distance the receptor
is from the contamination source. Next calculate the percentage of the modeled results that will be used. Insert the
values into the suggested formula : Receptor Distance from Source/Percentage of Modeled Results = Adjusted
Simulation Line Distance. The contaminant concentration on the smulation line equal to the adjusted smulation line
distance is the modeled concentration at the off-gradient receptor.

To determine the SSTL for a cross or up gradient receptor, measure the distance the receptor is from the
contamination source. Next cal cul ate the percentage of the modeled results that will be used. Insert the valuesinto the
suggested formula : Receptor Distance from Source X Percentage of Modeled Results = Adjusted SSTL Line
Digtance. The contaminant concentration on the SSTL line equal to the adjusted SSTL line distance is the modeled
SSTL source concentration applicable to the off-gradient receptor.

The groundwater gradient (Head differential between two wells/Horizontal distance between the wells) is determined
parald to the groundwater flow direction and optimally between wells within the groundwater contamination plume.
Wells adjacent to the plume may be used if necessary. Gradient measurements will be made corresponding to the
different directions if the groundwater has multiple flow directions. The largest gradient measurement will be used for
modding. If the groundwater gradient is less than 0.005 or the groundwater contaminant plume shows no definitive
direction or shows directional reversals, values will be assumed to be 100 percent of the modded values in all
directions from the source.

2.10 Plume definition

The purpose of plume definition at Tier 2 isto obtain sufficient data to determine the impact on actual and potential
receptors, to determine and confirm the highest levels of contamination, to verify the validity of the modes, and to
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determine groundwater flow direction. The number and location of borings and monitoring wells and the specificity
of plume definition will depend on the pathway or pathways being assessed and the actual or potential receptors of
concern.  Unless otherwise specified, groundwater and soil contamination shall be defined to Tier 1 levels for the
applicable pathways. The specifics of plume definition will be discussed in more detail in the sections about the
analysis of individual pathways. Linear interpolation between two known concentrations must be used to delineate
plume extent. “ None Detected” analytical results shall be considered as one-half the detection limit for interpolation
purposes.

2.11 Pathway completeness

All pathways must be evaluated if a Tier 1 analysis has not been conducted. Each pathway, not receiving clearance at
Tier 1, must be evaluated at Tier 2. Pathways are generally considered complete if actual or potential receptor points
of exposure exist within the modeled contaminant plume as defined by the smulation line calculated to the applicable
target level at a point of exposure. If the actual contaminant plume exceeds the modeled plume, the pathway is
complete and must be evaluated if actual or potential points of exposure exist within a distance extending 10 percent
beyond the edge of the defined plume.

2.12 Points of exposure and compliance

For actual receptors, the point(s) of exposure is the receptor (e.g., drinking water well, house with a basement). For
potential receptors, the potential receptor point(s) of exposure is determined by using the actual plume definition or
the modeled smulation line to determine al points which exceed the target level(s) for potential receptors. The
potential receptor point(s) of exposure are the location(s) closest to the source where a receptor could reasonably
exist and which is not subject to an ingtitutional control. For example, the source is the potential receptor point of
exposure if not subject to an ingtitutional control or an adjoining property boundary lineif that property is not subject
to an ingtitutional control. At Tier 2, the point(s) of exposure or potential receptor point(s) of exposure is a point of
compliance unless otherwise specified. Other points of compliance are specified by rules and will generaly include
all pointsaong the SSTL line for purposes of pathway and site classification and corrective action response.

2.13 Group two chemicals

Due to difficulties in precisdly measuring the concentrations of naphthalene, benzo(a)pyrene, benz(a)anthracene and
chrysene in highly contaminated samples total extractable hydrocarbon (TEH) default values were calculated for
each chemical for diesd and for waste ail. The assumption made in the default calculation was that diesd fud
contains 0.2% naphthalene, 0.001% benzo(a)pyrene, 0.001% benz(a)anthracene, and 0.001% chrysene. The
assumption made in the default calculation was that waste oil contains no naphthalene, 0.003% benzo(a)pyrene,
0.003% benz(a)anthracene, and 0.003% chrysene. At Tier 2, chemical-specific concentrations for naphthalene,
benzo(a)pyrene, benz(a)anthracene, and chrysene may be used for modding. If chemical-specific concentrations are
used, the analytical method must be approved by the department prior to its use. Proposals should document
analytical methodologies consistent with those contained in US EPA SW-846. The laboratory conducting the
analyss must be able to demonstrate good recovery and precision as directed in the method and a sufficiently low
minimum detection limit (MDL) to quantify the compound at concentrations equal to its RBSL.

When modeling, use the Appendix B TEH default values for the individual compounds. Modd for each compound
using the applicable groundwater transport moddling parameters. Naphthalene and benzo(a)pyrene will generally act
as the dominant compounds. The modeled compound concentrations will need to be converted back to TEH default
values to determine the SSTL.
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CHAPTER 3: ROUTINE ASSESSMENT PROCEDURES

3.1 Groundwater Ingestion Pathway Assessment

3.1.1 Pathway completeness

Unless cleared at Tier 1, this pathway is complete and must be evaluated under any of the following conditions: (1)
the first encountered groundwater is a protected groundwater source; or (2) there is a drinking water well or a non-
drinking water well within the modeled groundwater plume or the actual plume. The soil leaching to groundwater
pathway must be evaluated if this pathway is complete.

3.1.2 Receptor evaluation

All exigting drinking water wells and non-drinking water wells within the modeled plume or the actual plume must be
evaluated as actual receptors. Potential receptors only exist if the groundwater is a protected groundwater source.
Potential receptor points of exposure are those points (e.g., The property where the release occurred and adjacent
properties.) within the modeled plume or actual plume that exceed the potential point of exposure target level. Roads
and road right-of-ways are not considered potential receptor points. The point(s) of compliance for actual receptor(s)
isthereceptor. The point(s) of compliance for potential receptor(s) isthe potential receptor point of exposure.

3.1.3 Target leves

For drinking water wells, the target level at the point(s) of exposureisthe Tier 1 level for actual receptors. For non-
drinking water wells, the target level at the point(s) of exposure are the Tier 1 levels for potential receptors. For
potential receptors, the target level at the potential receptor point(s) of exposure is the Tier 1 leve for potential
receptors.

3.1.4 Modding

At Tier 2, the groundwater well is assumed to be drawing from the contaminated aquifer, and the groundwater
transport modd is designed to predict horizontal movement to the well. If the groundwater professional determines
that assessment of the vertical movement of contamination is advisable to determine the potential or actual impact to
the well source, a Tier 3 assessment of this vertical pathway may be conducted. The groundwater professional shall
submit a work plan to the department specifying the assessment methods and objectives for approval prior to
conducting the Tier 3 assessment. Factors which should be addressed in the work plan include, but are not limited to,
well depth and construction, radius of influence, hydrogeologic separation of the aquifer, preferential pathways, and
differing water quality characteristics.

3.1.5 Plumed€finition

The groundwater plume shall be defined to the applicable Tier 1 level for actual receptors in the vicinity of actua
receptors. The plume shall be defined to the Tier 1 level for potential receptorsin al directions.

3.1.6 Pathway classification
This pathway shall be classified as high risk, low risk or no action required.

3.1.7 Corrective action response
Corrective action must be conducted at high risk sites.

3.1.8 Useof ingtitutional controls

The use of ingtitutional controls may be used to obtain no action required pathway classfication. If the pathway is

complete and the concentrations exceed the applicable Tier 1 level(s) for actual receptors, the impacted drinking or

non-drinking water well must be properly plugged and the ingtitutional control must prohibit the use of a protected

groundwater source (if one exists) within the actual or modeled plume. If the Tier 1 level is exceeded for potential
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receptors, the ingtitutional control must prohibit the use of a protected groundwater source within the actual or
modded plume, whichever is grester.

3.2 Soil leaching to groundwater pathway assessment

3.2.1 Generd

The soil leaching to groundwater pathway is evaluated using a one dimensional model which predicts vertica
movement of contamination through soil to groundwater and transported by the groundwater to a receptor. The model
is used to predict the maximum concentrations of chemicals of concern that would be present in groundwater beneath
a source area which is representative of residual soil contamination and maximum soil concentrations. The predicted
groundwater concentrations then must be used as a groundwater source concentration to evaluate its impact on other
groundwater transport pathways, including the groundwater ingestion pathway, the groundwater vapor pathway, the
groundwater plastic line pathway and the surface water pathway.

3.2.2 Pathway completeness
This pathway is considered complete whenever a groundwater transport pathway is complete.

3.2.3 Plume definition
The soil plume shall be defined to the Tier 1 levelsfor the soil leaching to groundwater pathway.

3.2.4 Receptor evaluation
Receptors for this pathway are the same as the receptors for each complete groundwater transport pathway.

3.2.5 Modding and target levels

The soil leaching to groundwater model shall be used to calculate the predicted groundwater source concentration.
Each applicable groundwater transport pathway modd shall then be used for that pathway to predict the potential
impact to actual receptors, the location of potential receptor points of exposure and the site-specific target level
(SSTL) in groundwater at the source. The SSTL then is used to calculate a SSTL for soil at the source. If the soil
concentrations exceed the SSTL for soil, corrective action response must be considered.

3.2.6 Corrective action response

If the maximum soil concentration at the source exceeds the SSTL for soil for actual or potential receptors, corrective
action must be taken. For a Site classified as high risk or reclassified as high risk, corrective action consists of active
remediation to reduce the soil concentration to below the site-specific target level at the source.

3.3 Groundwater vapor to enclosed space pathway assessment

Pathway compl eteness
Unless cleared at Tier 1, this pathway is always considered complete for purposes of Tier 2 and must be evaluated.

Explosive vapor survey

If an explosive vapor survey has not been conducted as part of a Tier 1 assessment, an explosive vapor survey of
enclosed spaces must be conducted during the Tier 2 assessment in accordance with the procedures outlined in the
department’s Tier 1 guidance. If potentially explosive levels are detected, the groundwater professional must notify
the owner or operator with instructions to report the condition in accordance with 567--Chapter 131. The owner or
operator must begin immediate response and abatement procedures in accordance with 135.7 and 567--Chapter 133,
aswell as proceed with the Tier 2 assessment.
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Receptors of concern
Actual and potential receptors are evaluated at Tier 2 for this pathway.

Actual receptors. An existing confined space within the modeled groundwater plume or the actual groundwater
plume is an actual receptor. If the actual groundwater plume is larger than the modeled plume, existing confined
gpaces within a distance extending 10 percent beyond the edge of the defined plume is an actual receptor. For the
purpose of Tier 2, a confined space is a basement in a building occupied by humans. Buildings constructed with a
concrete dab on grade or buildings constructed without a concrete dab, but with a crawl space are not considered
confined spaces. Sanitary sewers are considered confined space receptors and preferential pathways if an occupied
building exists within 200 feet of where the sewer line crosses over or through actual or modeled groundwater
contamination which exceeds the target levels calculated for sewers. The sanitary sewer includes its utility envelope.
The point of exposure is the receptor and points of compliance include locations from the source to the receptor
where actual contaminant levels are measured and compared with modeled data for classification and corrective
action evaluation purposes.

Owners and operators may be required to address vapor inhalation hazards in occupied spaces other than confined
gpaces as defined in this section when evidence arises which would give the department a reasonable basis to believe
vapor hazards are present or may occur.

Potential receptors. Potential receptors are confined spaces that do not presently exist but could exist in the future.
Areas within the actual groundwater plume perimeter or modeled groundwater plume perimeter are considered
potential receptor points of exposure. If the actual groundwater plumeis larger than the modeled plume, areas within
a distance extending 10 percent beyond the edge of the defined plume are potential receptor points of exposure.
Public right-of-ways are considered potential receptor points of exposure for sanitary sewers only. The potential
receptor point of exposure is a point of compliance. Potentia receptors are evaluated and target levels established
based on the current zoning (i.e., commercia or residential).

Plume definition

The soil plume must be defined for the purposes of estimating source width and source length used in sail leaching to
groundwater and groundwater transport models. See Sections 2.5 and 2.6 of this guidance. The groundwater plume
must be defined to the Tier 1 levels for the purpose of identifying receptors of concern. The receptors may then be
re-evaluated, and possibly diminated as receptors of concern by using target levels derived from site-specific data as
provided below.

Target levelsfor groundwater

Groundwater target levels at the point of exposure may be calculated using the Tier 1 formulas and site-specific
measurements rather than default values for certain parameters as specified in subsequent paragraphs. . For
buildings with basements, target levels at the point of exposure are based on the application of atarget risk of 10 for
carcinogens and a hazard quotient of 1 for noncarcinogens. Sanitary sewers are treated as human heslth receptors
and atarget risk of 2 x 10™ for carcinogens and a hazard quotient of 2 for noncarcinogens is applied. Additionally,
target levels at the point of exposure will vary based on zoning. For residential areas and areas with no zoning,
default resdential exposure factors and default residential building parameters are used in the Tier 1 formulas. For
nonresidential areas, nonresidential exposure factors and nonresidential building parameters are used. For potential
sanitary sewers, public right-of-ways will be considered residential areas unless it can be demonstrated that al
properties within 200 feet of the contaminated right-of-way are zoned for nonresidential use. However, for properties
other than right-of-ways, the target leve for potential sanitary sewer receptorsis based on the zoning of the impacted

property.
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If ste-specific measurements are not substituted for defaults in the Tier 1 formulas, target levels at the point of
exposure for the various receptor types are as follows:

Default Groundwater Target Levels at the Point of Exposure

Chemicals of Concern (ug/L)
Receptor Types Benzene Toluene Ethylbenzene TEH
Actual Confined Space  -- Residentia 1540 20,190 46,000 2,200,000
Actual Sanitary Sewer  -- Residential 3080 40,390 91,930 4,400,000
Actual Confined Space  -- Nonresidential 4780 52,280 118,970 5,700,000
Actual Sanitary Sewer - Nonresidential 9550 104,910 NA 11,400,000
Potential Confined Space -- Residentia 1540 20,190 46,000 2,200,000
Potential Sanitary Sewer -- Residential 3080 40,390 91,930 4,400,000
Potential Confined Space -- Nonresidential 4780 52,280 118,970 5,700,000
Potential Sanitary Sewer -- Nonresidential 9550 104,910 NA 11,400,000
Default Exposure Factors Based on Zoning
Parameter Residential Nonresidential
AT, (years) averaging timefor carcinogens 70 70
AT, (years) averaging time for noncarcinogens 30 25
BW (ko) body weight 70 70
ED (years) exposure duration 30 25
EF (days/year) | exposure frequency 350 250
| Ry (M*/day) daily indoor inhalation rate 15 20
IRy (L/day) daily water ingestion rate 2 1
THQ (unitless) | target hazard quotient for individual congtituents 1.0 1.0
Default Building Parameters Based on Zoning
Parameter Residential Nonresidential
ER (s enclosed space air exchange rate 0.00014 0.00023
Lg (cm) enclosed space volume/infiltration arearatio 200 300
L grac (€M) enclosed space foundation or wall thickness 15 15
h areal fraction of cracksin foundation/wall 0.01 0.01

A site-specific measurement may be substituted for depth to groundwater from the enclosed space foundation (Lgw).
The depth to groundwater should be measured as close as possible to any existing confined space receptors which
may be impacted. Because of variationsin groundwater and foundation depths, a different target leve at the point of
exposure, and consegquently a different SSTL may be determined for each receptor. If no receptors currently exist, to
determine target levels at potential receptor points of exposure, the foundation of any potential receptor is assumed to

be three meters below the surface and L, is determined accordingly.
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The enclosed space volume/ infiltration arearatio (Lg) may also be measured for any existing building receptor. The
enclosed space volumeis a measure of only the subsurface interior portion of the building. The infiltration areaisthe
area of the exterior subsurface portion of the building including the base and all sidewalls.

Target levels for vapor

The following indoor vapor target levels apply to actual receptors other than sanitary sewers and the soil gas target
levels apply to al actual and potential receptors. These levels were derived from the ASTM indoor air inhalation and
the soil vapor to enclosed space models designated in Appendix A of Chapter 135. Site-specific measurements may
not be used to recalculate indoor vapor or soil gastarget levels.

Vapor Target Levels

Sample Media Unit Equivalents Chemicals of Concern
Benzene Toluene
Soil Gas Hg/m’s, 600,000 9,250,000
ppm 190 2,500
Indoor Vapor pg/m’;; 39.2 555
ppm 0.0124 0.15
Pathway evaluation

Groundwater measurements, and under conditions specified below, soil gas measurements, or indoor vapor
measurements are used to evaluate this pathway and determine the pathway classification.

Actual receptors. If it can be demonstrated that the groundwater plume has reached steady state concentrations
under a confined space, indoor vapor measurements at the point(s) of exposure and soil gas measurements at an
aternative point(s) of compliance may be used for the pathway evaluation. When assessing sanitary sewers for
pathway clearance, soil gas measurements may be evaluated againgt the soil gas target levels;, however, indoor vapor
cannot be used as criteriafor pathway clearance.

The groundwater plume is considered to have reached steady state when concentrations from the three most recent
consecutive groundwater samples from all monitoring wells show a steady or declining trend in contaminant
concentrations. Contaminant concentrations in the first of the three samples from the source well and transition well
must be greater than the detection limits; concentrations cannot increase more than 20 percent from the first to the
third sample; concentrations cannot increase more than 20 percent of the previous sample; and sampling events must
be separated by at least six months.

Soil gas sampling must be conducted in accordance with the procedures specified in section 1.9 of this guidance.
Soil gas measurements must be taken at locations in the plume where measured groundwater concentrations exceed
the levels which are projected by modeling to exis beneath the actual receptor. If measured groundwater
concentrations beneath the actual receptor exceed the levels projected from modeling, then the soil gas measurements
may be taken either adjacent to the actual receptor in areas expected to exhibit the greatest soil gas levels, or at an
alternative point of compliance between the source and receptor where the actual groundwater concentrations exceed
the groundwater concentrations which exist beneath the confined space. Confirmation sampling is required to
reasonably establish that the soil gas samples represent the highest expected levels. Therefore, a second soil gas
sample must be taken from the same general location at least two weeks from the initial soil gas sampling event. One
of the samples (initia or confirmational) must be taken during a seasonal period of lowest groundwater eevation and
below the typical frost line.
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If the soil gas target levels are exceeded, ether the pathway shall be classified high risk, or indoor vapor
measurements may be taken in accordance with section 1.10 of this guidance. Confirmation sampling is required to
reasonably establish that the indoor vapor samples represent the highest expected levels. Therefore, indoor vapor
sampling must be repeated at least two weeks from the initial indoor vapor sampling event. One of the sampling
events (initial or confirmational) must be conducted during a seasonal period of lowest groundwater.

Potential receptors. If the potential receptor groundwater concentration target level(s) is exceeded at any potential
receptor point of exposure based on actual data or modeling, the pathway shall be classified low risk. However, if
soil gas measurements and confirmation sample measurements taken at locations exhibiting the maximum measured
groundwater concentrations do not exceed the soil gas target levels, the pathway, as to potential receptors, shall be
classfied no action required.

Pathway classification
The following classification applies for this pathway:

High risk. The pathway is classified high risk if:

1) any actual field data exceed the ste-specific target level line at any point for an actual receptor, and soil gas
measurements were not taken; or

2) the explosivity levels at applicable points of compliance exceed 10 percent of the lower explosivity limit (LEL); or

3) for actual receptors, the soil gas levels exceed the soil gastarget levels, and indoor vapor measurements were not
taken; or

4) theindoor vapor levels exceed the Tier 1 indoor vapor target levels.

Low risk. The pathway isclassfied low risk if:

1) for actual and potential receptors, the modeled data and the actual field data are less than the site-specific target
levd line, and any of the field measurements are greater than the smulation line; or

2) for potential receptors, any actual field measurements exceed the site-specific target level line at any point.

No action required. Appropriate evaluation of both actual receptors and potential receptors as specified above must
be conducted, and the no action required criteria for both receptor types must be met in order for the pathway to be
classified no action required. The pathway is classified no action required if the explosivity levels at applicable
points of compliance do not exceed 10 percent of the lower explosivity limit (LEL) and:

1) all fidd data are below the target levels at the point of exposure (and potential receptors points of exposure)
calculated using default or site-specific data. (For example, if the groundwater plume has been defined to
1540 ppb benzene, no confined spaces currently exist within the actua or modded plumes, the highest
groundwater concentration is 3000 ppb benzene, and the properties encompassed by the plumes are zoned for
nonresidential use, then the site would be classified no action required.); or

2) a the soil gas levelstaken at the applicable points of compliance for potential and actual receptors do not exceed
the soil gastarget levels; and
b. if indoor vapor measurements were taken, the indoor vapor levels do not exceed the indoor vapor target levels.

Corrective action response

Unless classified as no action required, corrective action for this pathway must be conducted as provided in Chapter
5 of thisguidance. If groundwater concentrations exceed or are predicted to exceed the target levelsin a public right-
of-way, the public authority responsible for sanitary sewer installation must be notified of conditions at the site
including the potential for creating a preferential pathway for vapor migration should a sewer be ingtaled later. The
form used to notify the municipality is an attachment to this guidance. Actual receptors are subject to corrective
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actions which: (1) reduce groundwater concentrations beneath the confined space to below the target leve; or (2)
reduce the measured soil gas levels to below the soil gas target leves; or (3) reduce the indoor vapor concentrations
to below the indoor vapor target level; and (4) reduce the vapor level to below 10 percent of the lower explosive limit
(LEL), if applicable. Potential receptors are subject to the monitoring requirements in sections 5.3 and 5.4. Soil
vapor monitoring may be conducted in lieu of groundwater monitoring for this pathway. Ingitutional or
technological controls may be used under the conditions specified below and in section 5.5.

Use of ingtitutional controls

If the pathway is classified low risk due to potential receptors only, the pathway may be reclassified no action
required with the use of indtitutional controls. The ingtitutional control must prohibit ingtallation of buildings with
basements and sanitary sewers in the potential receptor point of exposure aress (i.e., anywhere within the actual or
modeled plume as defined to the applicable target leve). Public right-of-ways located within the actual or modeled
plume are considered potential receptor points of exposure for sanitary sewers only. Consequently, the existence of a
public right-of-way is deemed an acceptable ingtitutional control which prohibits the future placement of buildings
with basements within the contaminated right-of-way area. Adequate documentation that there is no potentia for
saewer ingalation in the impacted public right-of-way may serve as a sufficient ingtitutional control for sanitary
sewer receptors in these aress (e.g., written acknowledgment regarding plans for development from the municipality
responsible for sanitary sewer construction, etc.). The department will review the documentation and determine on a
case by case basis whether thereis a potential for sanitary sewer installation in the contaminated right-of-way.

If the public authority has existing plans for the installation of sanitary sewers, the pathway cannot be classified no

action required. The pathway may remain classified as low risk subject to monitoring until the construction of the
sanitary sewer. At that time, the Site must be re-evaluated to address the new actual sanitary sewer receptor.

3.4 Soil vapor to enclosed space pathway assessment

Pathway compl eteness
Unless cleared at Tier 1, this pathway is always considered complete for purposes of Tier 2 and must be evaluated.

Explosive vapor survey

If an explosive vapor survey has not been conducted as part of a Tier 1 assessment, an explosive vapor survey of
enclosed spaces must be conducted during the Tier 2 assessment in accordance with the procedures outlined in the
department’s Tier 1 guidance. If potentially explosive levels are detected, the groundwater professional must notify
the owner or operator with instructions to report the condition in accordance with 567--Chapter 131. The owner or
operator must begin immediate response and abatement procedures in accordance with 135.7 and 567--Chapter 133,
aswell as proceed with the Tier 2 assessment.

Receptors of concern
Actual and potential receptors are evaluated at Tier 2 for this pathway.

Actual receptors. An existing confined space within 50 feet of the edge of the plume is an actual receptor. For the
purpose of Tier 2, a confined space is a basement in a building occupied by humans. Buildings constructed with a
concrete dab on grade or buildings constructed without a concrete dab, but with a crawl space are not considered
confined spaces. Sanitary sewers are considered confined space receptors and preferential pathways if an occupied
building exists within 200 feet of where the sawer line crosses over or through soil contamination which exceeds the
target levels calculated for sewers. The sanitary sewer includes its utility envelope. The point of exposure is the
receptor and points of compliance include the locations where target level measurements may be taken as indicated in
the pathway evaluation subsection bel ow.
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Owners and operators may be required to address vapor inhalation hazards in occupied spaces other than confined
gpaces as defined in this section when evidence arises which would give the department a reasonable basis to believe
vapor hazards are present or may occur.

Potential receptors. Potential receptors are confined spaces that do not presently exist but could exist in the future.
Areas within the soil plume as defined to the Tier 1 levels or an alternative target levels as specified below are
considered potential receptor points of exposure. Public right-of-ways are consdered potentia receptor points of
exposure for sanitary sewers only. The potential receptor point of exposure is a point of compliance. Potential
receptors are evaluated and target levels established based on the current zoning (i.e,, commercia or resdential). An
areawith no zoning is considered residential.

Plume definition

The soil plume must be defined for this pathway unless vapor measurements taken at the area(s) with the maximum
levels of soil contamination do not exceed the soil gas target levels as defined in section 3.3.6 of this guidance. The
soil plume must be defined to the Tier 1 levels for the purpose of identifying receptors of concern. The receptors may
then be re-evaluated, and possibly diminated as receptors of concern by using target levels derived from site-specific
data as provided below.

Target levels for soil

Soil target levels at the point of exposure may be calculated using the Tier 1 formulas and site-specific measurements
rather than default values for certain parameters as specified in subsequent paragraphs. For buildings with
basements, target levels at the point of exposure are based on the application of a target risk of 10 for carcinogens
and a hazard quotient of 1 for noncarcinogens. Sanitary sewers are treated as human health receptors and a target
risk of 2 x 10" for carcinogens and a hazard quotient of 2 for noncarcinogens is applied. Additionally, target levels
at the point of exposure will vary based on zoning. For residential areas and areas with no zoning, default residential
exposure factors and default residential building parameters are used in the Tier 1 formulas. For nonresidential
aress, nonresidential exposure factors and nonresidential building parameters are used. The default exposure factors
and building parameters are specified in section 3.3.5 of this guidance. For potential sanitary sewers, public right-of-
ways will be considered residential areas unless it can be demonstrated that all properties within 200 feet of the
contaminated right-of-way are zoned for nonresidential use. However, for properties other than right-of-ways, the
target level for potential sanitary sewer receptorsis based on the zoning of the impacted property.

If ste-specific measurements are not substituted for defaults in the Tier 1 formulas, target levels at the point of
exposure for the various receptor types are as follows:

Default Soil Target Levels at the Point of Exposure

Chemicals of Concern (mg/ kg)
Receptor Types Benzene Toluene Ethylbenzene TEH
Actual Confined Space  -- Residentia 1.16 48 79 47,500
Actual Sanitary Sewer  -- Residential 2.32 96 158 95,000
Actual Confined Space  -- Nonresidentia 2.19 75 124 74,000
Actual Sanitary Sewer  -- Nonresidential 4.38 150 248 148,000
Potential Confined Space -- Residentia 1.16 48 79 47,500
Potential Sanitary Sewer -- Residential 2.32 96 158 95,000
Potential Confined Space -- Nonresidentia 2.19 75 124 74,000
Potential Sanitary Sewer -- Nonresidential 4.38 150 248 148,000
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Site-specific measurements may be substituted for the following soil parameters: soil bulk density (rs), fraction
organic carbon in sail (fy), and total soil porosity (gr). If the default soil parameter values are to be replaced with
site-gpecific values, all three soil parameters must be measured and used to calculate the soil target levels. Soil
samples for soil parameter analysis must be collected at the same depth and in the same dratigraphy as that of the
maximum soil contamination location. The sample for fraction organic carbon determination must be collected from
an uncontaminated area. Samples for soil bulk density and total soil porosity may be collected from within the plume
or from an uncontaminated area.

A site-specific measurement may be substituted for depth to subsurface soil sources from the enclosed space
foundation (Ls). The depth to soil contamination should be measured in the area where soil contamination is
expected to be closest to the ground surface. If the available data show soil contamination at various depths, the
depth closest to the ground surface must be used for Ls in the target level calculation. If a Site-gpecific measurement
is used for Ls, documentation must be provided to substantiate the Ls value used in the equation is accurate.
Documentation shall include, but is not limited to, boring logs with the fild screening results indicated, analytical
data, and measured depth of basement foundation. If adequate documentation cannot not be provided, the default
value must be used. If no receptors currently exist, to determine target levels at potential receptor points of exposure,
the foundation of any potential receptor is assumed to be three meters below the surface and Ls is determined
accordingly.

The enclosed space volume/ infiltration arearatio (Lg) may also be measured for any existing building receptor. The
enclosed space volumeis a measure of only the subsurface interior portion of the building. The infiltration areaisthe
area of the exterior subsurface portion of the building including the base and all sidewalls.

Target levels for vapor

The vapor target levels are defined in section 3.3.6 of this guidance. Indoor vapor target levels apply to actual
receptors other than sanitary sewers and the soil gas target levels apply to all actual and potential receptors. Site-
specific measurements may not be used to recal culate indoor vapor or soil gastarget levels.

Pathway evaluation

Soil measurements, and under conditions specified below, soil gas measurements, or indoor vapor measurements are
used to evaluate this pathway and determine the pathway classification. Soil gas sampling must be conducted in
accordance with the procedures specified in section 1.9 of this guidance.

Actual receptors. If measured soil concentrations beneath the actual receptor exceed the soil target levels, then soil
gas sampling adjacent to the actual receptor in areas expected to exhibit the greatest soil gas levels is recommended.
If this is not practicable, soil gas must be measured at an alternative point of compliance between the source and
receptor in areas expected to exhibit the greatest soil gas levels. Confirmation sampling is required to reasonably
establish that the soil gas samples represent the highest expected levels. Therefore, a second soil gas sample must be
taken from the same general location at least two weeks from the initial soil gas sampling event. One of the samples
(initial or confirmational) must be taken during a seasona period of lowest groundwater eevation and below the
typical frogt line. If the soil gas measurements and confirmation sample measurements do not exceed the soil gas
target leves, the pathway asto actual receptors shall be classified no action required.

If the soil gas target levels are exceeded, ether the pathway shall be classified high risk, or indoor vapor
measurements may be taken in accordance with the section 1.10 of this guidance. Confirmation sampling is required
to reasonably establish that the indoor vapor samples represent the highest expected levels. Therefore, indoor vapor
sampling must be repeated at least two weeks from the initial indoor vapor sampling event. One of the sampling
events (initial or confirmational) must be conducted during a seasonal period of lowest groundwater.
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When assessing sanitary sewers for pathway clearance, soil gas measurements may be evaluated against the soil gas
target levels, however, indoor vapor cannot be used as criteria for pathway clearance.

Potential receptors. If the soil concentration target level(s) is exceeded at any potential receptor point of exposure,
the pathway shall be classfied low risk. However, if soil gas measurements and confirmation sample measurements
taken at locations exhibiting the maximum measured soil concentrations do not exceed the soil gas target levels, the
pathway shall be classified no action required.

Pathway classification

For the soil vapor to enclosed pathway there are no horizontal transport mode s to predict future impacts. Therefore,
stesareclassfied as high risk, low risk or no action based on criteria specified bel ow:

High risk. The pathway is classified high risk for actual receptorsif:

1) measured soil concentrations exceed the target level(s), and soil gas measurements were not taken; or

2) the explosivity levels at applicable points of compliance exceed 10 percent of the lower explosivity limit (LEL); or
3) the soil gaslevels exceed the soil gastarget levels, and indoor vapor measurements were not taken; or

4) theindoor vapor levels exceed the Tier 1 indoor vapor target levels.

Low risk. The pathway is classified low risk if there are no actual receptors and measured soil concentrations
exceed the soil target level(s) at any potential receptor point of exposure.

No action required. Appropriate evaluation of both actual receptors and potential receptors as specified above must
be conducted, and the no action required criteria for both receptor types must be met in order for the pathway to be
classified no action required. The pathway is classified no action required if the explosivity levels at applicable
points of compliance do not exceed 10 percent of the lower explosivity limit (LEL), and:

1) measured soil concentrations are below the target levels at the point of exposure (and potential receptors points of
exposure) calculated using default or site-specific data; or

2) a. the soil gas levels measured at the applicable points of compliance for potential and actual receptors do not
exceed the soil gastarget levels, and
b. if indoor vapor measurements were taken, the indoor vapor levels do not exceed the indoor vapor target levels.

Corrective action response

Unless classified as no action required, corrective action for this pathway must be conducted as provided in Chapter
5 of this guidance. If soil concentrations exceed the target levels in a public right-of-way, the public authority
responsible for sanitary sewer installation must be notified of conditions at the site including the potential for creating
a preferential pathway for vapor migration should a sewer be indtalled later. The form used to notify the
municipality is an attachment to this guidance. Actual receptors are subject to corrective actions which: 1) reduce
the soil concentrations to below the soil target levels, or (2) reduce the indoor vapor concentrations to below the
indoor vapor target level; or (3) reduce the measured soil gas levels to below the soil gas target levels, and (4) reduce
the vapor level to below 10 percent of the lower explosive limit (LEL), if applicable. Potential receptors are subject
to the monitoring requirementsin sections 5.3 and 5.4. Soil gas monitoring must be conducted at a minimum of once
per year in the area(s) of expected maximum vapor concentrations where an ingtitutional control is not in place.
Ingtitutional or technological controls may be used under the conditions specified below and in section 5.5.

Use of ingtitutional controls

If the pathway is classified low risk due to potential receptors only, the pathway may be reclassified no action
required with the use of indtitutional controls. The ingtitutional control must prohibit ingtallation of buildings with
basements and sanitary sewers in the potential receptor point of exposure aress (i.e., anywhere within the plume as
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defined to the applicable target level). Public right-of-ways located within the soil plume are aso consdered
potential receptor points of exposure. Adequate documentation that there is no potential for sewer installation in the
impacted public right-of-way may serve as a sufficient ingitutional control for these areas (e.g. written
acknowledgment regarding plans for development from the municipality responsible for sanitary sewer construction,
etc). The department will review the documentation and determine on a case by case bass whether there is a
potential for sanitary sewer ingtallation in the contaminated right-of-way.

If the public authority has existing plans for the installation of sanitary sewers, the pathway cannot be classified no
action required. The pathway may remain classified as low risk subject to monitoring until the construction of the
sanitary sewer. At that time, the site must be re-evaluated to address the new actual sanitary sewer receptor.

3.5 Groundwater to plastic water line pathway assessment

3.5.1 Pathway completeness and receptor evaluation

Actual receptors. Actual receptors include al plastic water lines where the highest groundwater devation is higher
than three feet below the bottom of the plastic line at the measured or predicted points of exposure. The highest
groundwater eevation is the estimated average of the highest measured groundwater eevations for each year. All
plastic water lines must be evaluated for this pathway regardless of distance from the source and regardless of the
Tier 1 evaluation, if the lines are in areas with modeled data above the SSTL line. If actual data exceed mode ed
data, then all plastic water lines are considered actual receptors if they are within a distance extending 10 percent
beyond the edge of the contaminant plume defined by the actual data.

Potential receptors. Potential receptors include all areas where the first encountered groundwater is less than 20
feet deep and where actual data or modeled data are above Tier 1 levels.

The paint(s) of exposure is the plastic water line, and the points of compliance are monitoring wells between the
source and the plastic water line which would be effective in monitoring whether the line has been or may be
impacted by chemicals of concern.

3.5.2 Plume definition

If this pathway is complete for an actual receptor, the groundwater plume must be defined to the Tier 1 leves, with
an emphasis between the source and any actual plastic water lines. The water insde the plastic water lines shall be
analyzed for al chemicals of concern. Suggested sampling locations are faucets located in buildings serviced by the
impacted water line. The sample collection method should be designed to insure the highest concentrations of the
chemicals of concern are obtained if they are present. For example, excessive flushing of the plastic water line should
be avoided prior to collecting the water sample. Do not sample at |ocations where the water has run through a point
of use treatment system.

3.5.3 Target leves

Groundwater modeling must be used to calculate the projected concentrations of chemicals of concern and site-
specific target levels. The soil leaching to groundwater pathway must be evaluated to ensure contaminated soil will
not cause future groundwater concentrations to exceed site-specific target levels.

3.5.4 Pathway classification

Upon completion of analysis of field data and modeled data, the pathway must be classified high risk, low risk or no
further action. The water quality inside the plastic water linesis not a criteriafor clearance of this pathway.
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3.5.5 Utility company notification

The utility company which supplies water service to the area must be natified of all actual and potentia plastic water
line impacts. If the extent of contamination has been defined, this information must be included in the utility
company natification, and any previous notification made at Tier 1 must be amended to include this information.
Department forms to make the required natification are provided in this guidance document.

3.5.6 Corrective action response

Actual receptors. Unless the pathway is classified as no further action, corrective action for this pathway must be
conducted. If the concentrations of chemicals of concern in a water line exceed the Tier 1 levels for actual receptors
for the groundwater ingestion pathway, immediate corrective action must be conducted to diminate exposure to the
water, including but not limited to replacement of the line with an approved non-plastic material.

Potential receptors. A no further action designation will be assgned to this pathway when utility company
notification has been documented.

3.6 Soil to plastic water line pathway assessment.

3.6.1 Pathway completeness and receptor evaluation

Actual receptors. Actua receptors include all areas within ten feet of a plastic water line. All plastic water lines
must be evaluated for this pathway regardless of distance from the source, if thelinesarein areaswhere Tier 1 levels
are exceeded.

Potential receptors. Potential receptorsinclude all areaswhere Tier 1 levels are exceeded.

3.6.2 Plume definition
The extent of soil contamination must be defined to Tier 1 levelsfor the chemicals of concern.

3.6.3 Pathway classification

Upon completion of analysis of field data and modeled data, the pathway must be classified high risk, low risk or no
further action. Sites shall be classified as high risk if the target levels for actual receptors are exceeded. Sampling
the water inside the plastic water lines for al chemicals of concern is strongly suggested when Tier 1 sail levels are
exceeded. The sampling results are not allowed as criteria to clear this pathway. Suggested sampling locations are
faucets located in buildings serviced by the impacted water line. The sample collection method should be designed to
insure the highest concentrations of the chemicals of concern are obtained if they are present. For example, excessive
flushing of the plagtic water line should be avoided prior to collecting the water sasmple. Do not sample at locations
where the water has run through a point of use treatment system.

3.6.4 Utility company notification

The utility company which supplies water service to the area must be natified of all actual and potentia plastic water
line impacts. If the extent of contamination has been defined, this information must be included in utility company
natification, and any previous notification made at Tier 1 must be amended to include this information. Department
forms to make the required natification are provided in this guidance document.

3.6.5 Corrective action response

Actual receptors. Unless the pathway is classified as no further action, corrective action for this pathway must be
conducted. Corrective action consists of by active remediation of soil contamination below the target level at the
point(s) of exposure or other designated point(s) of compliance.
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Potential receptors. Potential receptors. No further action designation will be assigned to this pathway upon
documentation of utility company notification.

3.7 Surface water pathway assessment

This pathway assessment involves determining the impact of petroleum contamination on genera use and designated
use surface waters. Specific definitions for general use and designated use are found in Chapter 567-61.3(1).
Sdlections from this chapter on water quality standards are found in Appendix G of this guidance.

3.7.1 Pathway completeness

Unless maximum concentrations are less than applicable Tier 1 leves, this pathway is complete and must be
evaluated if there is a designated use surface water within the modeled or actual groundwater plume or if any surface
water body failed the Tier 1 visual inspection.

The Tier 1 visual inspection consists of ingpecting all surface water bodies within 200 feet of the source for evidence
of a sheen on the water or petroleum residue along the bank. If a sheen or residue is evident or has been reported to
be present, the groundwater professional must make a sufficient investigation to reasonably determine its source. |If
in the opinion of the groundwater professional, the sheen is not associated with the underground storage tank site, the
professonal must report and reasonably justify this opinion. If in the opinion of the groundwater professional the
sheen is not a petroleum-regulated substance, a sample must be laboratory tested to confirm it is not a petroleum-
regul ated substance.

3.7.2 Visua inspection

A visua inspection must be conducted as described above. If a sheen or residue from a petroleum-regul ated
substance is present, soil and groundwater sampling must be conducted to identify the source of the release and to
define the extent of the contaminant plume to the levels acutdly toxic to aguatic life.

3.7.3 Receptor evaluation

Surface water criteria apply only to designated use segments of surface water bodies. If the surface water body is a
designated use segment and if maximum groundwater concentrations exceed applicable surface water criteria, the
extent of contamination must be defined. The point of compliance for measuring chemicals of concern at the point of
exposure is the groundwater adjacent to the surface water body because surface water must be protected for low flow
conditions. In-stream measurements of concentrations are not allowed as a basis for no further action. Monitoring
wells must be placed as close as possible to the surface water body being assessed. This may require the hand
augering of monitoring wells.

If the visual inspection indicated the presence of a petroleum sheen in a general use segment within 200 feet of the
source, the segment must be evaluated as an actual receptor. The point of compliance for measuring the chemicals of
concern at the point of exposure is the groundwater adjacent to the general use segment.

3.7.4 Plume d€finition

For designated use segments. the groundwater plume must be defined to the surface water criteria levels, with an
emphasi s between the source and the surface water body.
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Surface Water Criteria for Designated Usesfor LUST Sites (all in ppb)

Designated Uses A Bcw) | Bww) | B(LR | B(LW) C

for Surface Water Primary Aquatic Life

Classification Contact Cold Warm Limited Lakes & Drinking
Recreation Water Water Resources Wetlands Water

Benzene 713 713 713 5

Ethylbenzene 700

Toluene* 1,000 1,000 1,000 1,000 1,000

Xylenes 10,000

TEH** - - - - - -

* Chronic levelsfor toluene are higher in Chapter 135 than in Chapter 61.

**Naphthalene is not currently in Table 1 of Chapter 61. Benzo(a)pyrene, Benz(a)anthracene, and Chrysene are
carcinogenic PAHs. Polynuclear Aromatic Hydrocarbons (PAHS) are in Table 1 of Chapter 61 as the total known
and suspected carcinogenic PAHs. Because no method has been identified to convert total PAHs to a TEH value,
there are no surface water criteriafor TEH for LUST sSites at thistime.

For all surface water: if the visual inspection was not passed, the groundwater plume must be defined to at least the
acutely toxic levels, with an emphasis between the source and the surface water body.

Acutely Toxic Levels® for General Water Quality (all in ppb)

Species: Fathead Minnows Bluegill
Apply Levd to: All Surface Water Ponds & Lakes
Benzene: 16,500 11,000
Ethylbenzene: 22,650 16,000
Toluene: 19,050 8,750
Xylenes:
TEH-Diesd** 1,650,000 50,000,000
TEH-Waste Oil** NA 5,000,000
Naphthalene 3,300
Benz(a)anthracene 500

*DNR Water Quality staff use half the LCs values for the standard for acutely toxic levels. These standards are
shown in the table above.

--- No LCy, data available. Also not available for Benzo(a)pyrene, or Chrysene

** TEH values are based on the values for naphthaene and benz(a)anthracene as shown in the table. They were
calculated using the default percentages listed in Appendix B of Chapter 135.

3.7.5 Target leves
Determining target levels for this pathway involves a two-step process.

1. Groundwater modeling must be used to calculate the projected concentrations of chemicals of concern at the point
of compliance. If the modeed concentrations or field data at the point of compliance exceed surface water criteria
for designated use segments, an allowabl e discharge concentration must be calculated. If the projected concentrations
and fidd data at the point of compliance do not exceed surface water criteria, no further action is required to assess
this pathway.

2. DNR Water Quality staff will calculate the allowable discharge concentration using information provided by the
certified groundwater professional on the Allowable Discharge Concentration form found at the end of this guidance.
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Directions for the Allowable Discharge Concentration form
a. Complete Section | on Site Information.

1. Recelving Stream Network: Name the surface water of concern. If it is an unnamed stream or drainage
ditch, continue listing the tributaries until a named surface water body islisted. Example: Unnamed drainage
ditch which flowsinto an unnamed creek which flowsinto the Middle Raccoon River.

2. Discharge Flow Rate:
The formulafor calculating the discharge flow rateis Q = (K) (i) (L) (3) (C). Where:

Q = Flow rate of contaminated groundwater (cubic feet per second)

K = Hydraulic conductivity (meters/day)

i = Gradient

L = Length of contaminated groundwater paralld to the surface water (meters)
3 = Default value for vertical thickness of the source (meters)

C = Conversion factor from m%day to cfs (0.00041)

b. Attach:
1. Topographic map with a scale of at least 1:24,000
2. Groundwater contamination maps for chemicals of concern which exceed surface water criteria or
applicable acutely toxic levels.

c. Mail to: Water Resources Section, Department of Natural Resources, Wallace Building, Des Moines, 1A
50319-0034.

d. DNR staff will complete Section 11, and return to the name and address listed under “Requested By:”.

e. The groundwater professional may need to convert naphthalene and benz(a)anthracene results to TEH, using
the default percentagesin Appendix B.

The allowable discharge concentration is the target level which must be met adjacent to the surface water body which
isthe point of compliance.

The target level for the point of exposure/compliance for general use segments subject to evaluation is the acutely
toxic leve. |f the modeled concentrations or the field data at the point of exposure/compliance exceed the acutely
toxic levels, moddling must be used to determine site classification and corrective actions.

3.7.6 Pathway classification

Upon completion of analysis of field data and modeled data, the pathway must be classified high risk, low risk or no
further action.

For general use segments, if the groundwater professional determines thereis no sheen or resdue present, or if
the dte is not the source of the sheen or residue, or if the sheen does not consist of petroleum-regulated
substances, no further action is required for assessment of this pathway. If a petroleum-regulated substance
sheen is present, the pathway is high risk and subject to corrective action.

For designated use segments, if projected concentrations of chemicals of concern and field data at the point of

compliance do not exceed the target level adjacent to the surface water, and the groundwater professional

determines thereis no sheen or residue present, no further action is required for assessment of this pathway.
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3.7.7 Corrective action response

Unless the pathway is classified as no further action, corrective action for this pathway must be conducted. For
surface water bodies failing the visua inspection criteria, corrective action must diminate the sheen, and reduce
concentrations to bel ow the site-specific target level.




CHAPTER 4: BEDROCK ASSESSMENT

Prior to conducting any groundwater drilling, a groundwater professonal must determine if there is a potential to
encounter bedrock before groundwater. These potential areas include

areas where karst features or outcrops exist in the vicinity

areas with bedrock less than 50 feet from the surface asillustrated in Appendix ?

during drilling, bedrock was encountered before groundwater at any monitoring well or boring ingtalled during
assessment activities (e.g., tank closure, site check, T1 assessment in progress, previous Site Cleanup Report
data). The groundwater professional must take into consideration variations in groundwater eevations in making
this determination which is based on the highest groundwater devation. The highest groundwater eevation is the
estimated average of the highest measured groundwater eevations for each year.

The purpose of this determination is to prevent drilling through contaminated subsurface areas thereby creating a
preferential pathway to a bedrock aquifer.

If the first encountered groundwater is above bedrock but near the bedrock surface or fluctuates above and below
bedrock, the groundwater professonal should evaluate the subsurface geology and aquifer characteristics to
determine the potential for creating a preferential pathway. If it is determined that the aquifer acts like a non-
granular aquifer or if bedrock is encountered before groundwater, special bedrock procedures must be followed.

If the first encountered groundwater is above bedrock with sufficient separation and aquifer characteristics to
establish that it acts as a granular aquifer, site assessment may proceed under normal Tier 2 procedures. However,
even under this condition, drilling through bedrock should be avoided in contaminated aress.

The owner or operator may choose to proceed directly to a Tier 3 assessment rather than conducting a Tier 2
assessment. A work plan for Tier 3 must be approved by DNR before a Tier 3 assessment can be conducted.

4.1 Categoriesfor Special Bedrock Assessment

For sites where bedrock is encountered before groundwater, there are three genera categories that determine which
assessment procedures must be used. The categories are based on a determination of whether the groundwater in
bedrock actsin a manner consistent with a granular aquifer and if monitoring wells exist at the site. This digtinction
is necessary due to the difficulties in modeling the behavior of non-granular aquifers and the lack of groundwater
source concentration data. The categories arel  exempt granular bedrock, granular bedrock and non-granular
bedrock. The groundwater professional may use data from existing wells to make the category determinations. If
wells do not exist at the Site, proceed with definition of the groundwater contamination plume using procedures to
prevent the creation of preferential pathways. Groundwater data should be evaluated as it is obtained so that the site
categorization may be conducted.

4.1.1 Non-granular Bedrock

Non-granular bedrock is bedrock which is determined to not act as a granular aquifer as provided in Part 2 below.
Non-granular bedrock generally has some type of fractured system where groundwater transport modeling cannot be
applied and which makesit difficult to define the extent of contamination.

Typically non-granular aquifers exhibit extraordinary variations (i.e., variations in feet) in groundwater elevations.
The variations in groundwater elevations occur seasonally as well as spatially and would not be associated with
constructed conduits (i.e. storm and sanitary sewers) which could cause dewatering of the aquifer.
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Non-granular aguifers aso have unusual groundwater flow characteristics which are caused by the fracture patterns
and dissolution cavities in the bedrock. This may result in irregular shaped contamination plume or an uneven
distribution of the contaminant concentrations.

The hydraulic conductivities obtained in non-granular aguifers are unusually high or extremey variable. The
hydraulic conductivity is dependent on the number and size of the fractures intercepted by the screened interval of the
monitoring well. For example, wells may recover from dugging at such arapid rate that it is difficult or impossible
to accurately measure a recharge rate. Other wells at the same site may have a very low hydraulic conductivity. The
variation in hydraulic conductivity tests is considered significant if they differ by an order of magnitude. The
hydraulic conductivity must be determined in a minimum of three wells to document the variability.

The total dissolved solids concentrations in non-granular aquifers are also variable from well to well. A variation in
total dissolved solids values greater than 20% between wells is considered significant.

4.1.2 Granular Bedrock

Granular bedrock is bedrock which is determined to act as a granular aquifer and for which monitoring wells do not
exist at the source as of August 15, 1996. A granular aguifer is one that shows no extraordinary variations or
inconsstencies in:  groundwater eevations across the site, groundwater flow, hydraulic conductivities, or total
dissolved solid concentrations among monitoring wells.  Although the extent of contamination can be defined in
granular bedrock, groundwater transport modeling cannot be used because there are no monitoring wells at the
source.

4.1.3 Exempt granular bedrock

Exempt granular bedrock is bedrock which is determined to act as a granular aquifer as provided in Part 2 above and
for which monitoring wells exist at the source as of August 15, 1996. Sitesin exempt granular bedrock shall be
evaluated using the normal Tier 1 or Tier 2 proceduresin thisrule. Non-granular bedrock is not exempt from
specia bedrock assessment even if groundwater monitoring wells exist at the source.

4.2 Special Proceduresfor Granular and Non-Granular Bedrock—General

4.2.1 Exempt Soil Pathways

Evaluate the soil vapor to enclosed space pathway and the soil to plastic water line pathway under the normal Tier 2
procedures. Avoid the creation of a preferential pathway to groundwater.

4.2.2 Protected Groundwater Source

A protected groundwater source is assumed regardless of measurements of hydraulic conductivity for all sites
designated as granular or non-granular bedrock.

4.2.3 Soil Leaching to Groundwater Ingestion Pathway

The vertical and horizontal extent of soil contamination must be defined to Tier 1 levels for the soil leaching to
groundwater pathway without drilling into bedrock. The pathway must be evaluated in combination with the
groundwater ingestion pathway. Because of the policies requiring soil remediation to the soil leaching to
groundwater Tier 1 levels, the soil leaching pathway target levels applicable to other groundwater transport pathways
and other soil pathways would not be exceeded. If a soil leaching to groundwater Tier 1 level is exceeded, the
pathway is high risk.
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4.2.4 Soil Contamination Remediation

For all sites where soil contamination exceeds the soil leaching to groundwater Tier 1 levels, soil excavation or other
active soil remediation technology must be conducted to reduce concentrations to below this Tier 1 levd. Soil
remediation monitoring must be conducted. Refer to soil excavation reguirements.

4.2.5 Initid Groundwater Assessment

A minimum of three groundwater monitoring wells must be initially installed between 50 to 100 feet beyond the soil
contamination Tier 1 levels usng procedures to avoid creating a preferential pathway. The objective of well
ingtallation is to identify areas of maximum groundwater contamination and to provide data to determine if the
bedrock acts in a granular or non-granular manner. When installing the wells, the groundwater professonal must
take into consideration groundwater flow direction, other pertinent hydrogeological factors at the site and the location
of receptors.

The groundwater professional may use data from existing wells to determine which of the three categories fit the site.
If wells do not exist at the Site, proceed with definition of the groundwater contamination plume using procedures to
prevent the creation of preferential pathways. Groundwater data should be evaluated as it is obtained so the site may
be categorized as either granular or nongranular bedrock.

For sites designated as granular bedrock, the groundwater plume must be defined to Tier 1 levels as described for
each pathway for anormal Tier 2 assessment.

Groundwater transport models cannot be used with Sites designated as granular bedrock because of the lack of
groundwater source concentration data. Groundwater transport models cannot be used with sites designated as non-
granular bedrock due to the difficulties in modding the behavior of non-granular aguifers.

The following special procedures for each groundwater pathway must be used for all sites designated as granular or
non-granular bedrock.

4.3 Special Proceduresfor the Groundwater Ingestion Pathway

A protected groundwater source is assumed regardless of measurements of hydraulic conductivity for all sites where
bedrock is encountered before groundwater.

4.3.1 Groundwater Plume Definition

For sites designated as granular bedrock, the groundwater plume must be defined to Tier 1 levels as described for
each pathway for anormal Tier 2 assessment.

4.3.2 Groundwater Well Receptor Evaluation

All drinking and non-drinking water wells within 1,000 feet of the source must be identified and tested for chemicals
of concern. All public water supply systems within one mile of the source must be identified and raw water tested for
chemicals of concern. If no drinking water wells are located within 1,000 feet of the source, all the area within 1,000
feet is consdered a potential receptor point of exposure. The distance from the source is measured from the well with
the maximum BETX combined concentration. If groundwater contamination is not present, the measurements are
taken from the location with the maximum soil contamination using BETX combined or TEH concentration.

4.3.3 Target Levels

The following target levels apply regardless of granular aquifer designation. If drinking water wells are within 1,000
feet of the source, the applicable target level is the groundwater ingestion pathway Tier 1 level for actual receptors.
If non-drinking water wells are within 1,000 feet of the source, the applicable target levd is the groundwater
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ingestion pathway Tier 1 level for potential receptors. For potential receptors, the applicable target leve is the
groundwater ingestion pathway Tier 1 level for potential receptors.

4.3.4 Sentry Wdl—Only For Sites Designated As Granular Bedrock

If the Tier 1 level for actual receptorsis exceeded and the receptor has not yet been impacted, a monitoring well shall
be placed between the source and an actual receptor, outside the defined plume and approximately 200 feet from the
actual receptor. For aternative well placement, the certified groundwater professional must provide judtification and
obtain department approval. This monitoring well is to be used for monitoring potential groundwater contamination
of the receptor.

4.3.5 High Risk Classification

Sites designated as granular or non-granular bedrock shall be classified high risk for this pathway if any of the
following conditions exist:
(A) thetarget level at any actual receptor is exceeded; or
(B) drinking water well receptors are present within 1,000 feet and groundwater concentrations in any monitoring
well exceed the groundwater ingestion Tier 1 levd for actual receptors; or
(C) non-drinking water wells are within 1,000 feet and groundwater concentrations in any monitoring well exceed
the groundwater ingestion pathway Tier 1 leve for potential receptors; or
(D) Only for stes designated as non-granular bedrock—groundwater concentrations for chemicals of concern
from any public water system well within one mile of the source exceed 40 percent of the Tier 1 leve for actual
receptors, and groundwater concentrations in any monitoring well exceed the groundwater ingestion Tier 1 leve
for actual receptors.

Corrective actions (in addition to monitoring) must be undertaken at high risk sites.

4.3.6 Low Risk Classification

Sites without an actual receptor within 1,000 feet shall be classified as low risk for this pathway if no high risk
conditionsexist, and the Tier 1 level for potential receptorsis exceeded. The siteis subject to monitoring.

If an actual receptor exists within 1,000 feet, the dte shall be classified low risk for this pathway when soil
contamination has been removed or remediated to below the soil leaching to groundwater Tier 1 leves, and all
groundwater monitoring wells are non-detect or below the applicable target leve for actual and potentia receptors.
A site may be reclassified to no action required for this pathway after all monitoring wells meet the exit monitoring
criteria.  Exit monitoring is required because groundwater monitoring wells are not located at the source or if they
are, the data are highly unrdiable given the nature of bedrock.

4.4 Special Proceduresfor the Groundwater Vapor to Enclosed Space Pathway

4.4.1 Soil Gas Plume

Soil gas measurements must be taken in accordance with section 1.9 of this guidance to determine a soil gas plume.
Soil gas where practical should be measured at the soil-bedrock interface. At a minimum, soil gas must be measured
at the suspected area of maximum contamination and near the three monitoring wells with the highest concentrations
that exceed the Tier 1 leve for the groundwater to enclosed space pathway. Where the plume has been defined, soil
gas measurements should be taken near wells exceeding the Tier 1 level. Other soil gas measurements must be taken
as needed to define the extent of contamination where soil gas measurements exceed the soil gas vapor target levels.
Linear interpolation must be used to define the edge of the plume.

The soil gastarget level for benzene is 600,000 pg/m® and for toluene is 9,250,000 pg/m°.
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4.4.2 High Risk Classfication

The dte shall be classified high risk for this pathway if an actual confined space receptor (e.g., basement or sewer)
exists within 50 feet of the soil gas plume based on the soil gastarget level.

4.4.3 Low Risk Classfication

The site shall be classified as low risk for this pathway if the soil gas exceeds the vapor target level at any point and
no actual confined space receptors exist within 50 feet of the soil gas contaminant plume based on the soil gas target
leve.

4.5 Special Proceduresfor the Groundwater to Plastic Water Line Pathway

45.1 Target Levd
The applicable target level isthe Tier 1 leve for plastic water lines.

4.5.2 High Risk Classfication

A gsteisclassfied high risk for this pathway if ALL of the following conditions exist:
the highest groundwater elevation* is higher than three feet below the bottom of a plastic water line; and
if risk classification cannot be determined due to limitations on placement of monitoring wells, and
plastic water lines exist within 200 feet of a monitoring well which exceedsthe Tier 1 leve.

*The highest groundwater devation is the estimated average of the highest measured groundwater elevations for each
year.

4.6 Special Proceduresfor the Surface Water Pathway
Any surface water body within 200 feet of the source must be evaluated.

4.6.1 Point of Compliance

The monitoring well closest to the surface water body must be used as the point of compliance to evaluate impacts to
designated use segments and for surface water that fails the visual inspection. If the surface water criteria is
exceeded, an allowable discharge concentration must be calculated and met at the point of compliance. See section
3.7.5 of thisguidance for directionsin calculating the allowabl e discharge concentration.

4.6.2 High Risk Classfication
The site shall be classified high risk for this pathway if the surface water body is within 200 feet of the source, and
any of the following conditions exist:

the monitoring well closest to the designated use segment exceeds the allowabl e discharge concentration; or

the surface water failsthe visual inspection; or

the sheen has been removed from the surface water and the monitoring well closest to the general use segment
exceeds the acutdly toxic target level.

4.6.3 Low Risk Classification

If the allowable discharge concentration is not exceeded at the point of compliance, the site shall be classified as low
risk for this pathway and subject to monitoring. The monitoring well closest to the receptor shall serve as the sentry
well for monitoring purposes.
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4.7 High Risk Corrective Action Response
Owners and operators have the option to conduct a Tier 3 assessment instead of initiating corrective actions.

4.7.1 Groundwater Ingestion Pathway

For high risk dites, where soil exceeds the soil leaching to groundwater Tier 1 level for actual receptors, soil
excavation or other active remediation of soils must be conducted in accordance with department guidance to reduce
soil concentrations to below the soil leaching Tier 1 level.

Corrective action other than monitoring of groundwater is required:
in non-granular bedrock if the actual receptor has been or islikely to be impacted.
in granular bedrock if an actual receptor has been impacted or a sentry well has been impacted above Tier 1
levels.

Acceptable corrective actions for impacted or vulnerable groundwater wells may include technological contrals,
ingtitutional controls, well plugging, relocation, and wel reinstallation with congtruction measures sufficient to
prevent contaminant infiltration to the well and to prevent formation of a preferential pathway.

4.7.2 Groundwater Ingestion Pathway High Risk Monitoring

For high risk sitesin non-granular or granular bedrock, if the soil concentrations do not exceed the soil leaching to
groundwater Tier 1 levels or have been reduced to this level by corrective action, and corrective action of
groundwater is not required, these sites shall be subject to groundwater monitoring.

Corrective action other than monitoring of groundwater is required at Sites designated as granular bedrock if
groundwater concentrations exceed the applicable target level lessthan 200 feet from an actual receptor.

Reevaluation of the potential for impact to actual receptorsis required at sites designated as non-granular bedrock
if concentrations from monitoring wells increase more than 20 percent of the previous samples.

4.7.3 Other Pathways

For high risk sites other than groundwater ingestion, active remediation must be conducted to reduce concentrations
bel ow the applicable target levels. The use of ingtitutional and technological controls may aso be considered.

4.8 Monitoring

For high and low risk sites, annual monitoring at a minimum is required as follows. Sampling events must be
separated by at least sx months. Potential receptor status for low risk sites must be confirmed. The annual
monitoring may be used to meet the exit requirements for a no action required classification.

4.8.1 Groundwater in Non-Granular Bedrock
All groundwater monitoring wells must be monitored at least annually.

4.8.2 Groundwater in Granular Bedrock Designations

The following monitoring wells must be monitored at least annually: a well with detected levels of contamination
closest to the leading edge of the groundwater plume between the source and the receptor, and a sentry well with
concentrations not detected or below the applicable target level.
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4.8.3 Soil Gas

For stes where the soil gastarget level is exceeded, annual monitoring of soil gasisrequired at the suspected area of
maximum contamination and between the soil gas plume and any actual receptors within 100 feet of the soil gas
plume.

4.9 No Action Required Classification

A site may be given a no action required classification if after conducting a Tier 2 assessment, it is determined the
maximum soil concentrations do not exceed the Tier 1 levels for the soil leaching pathway, and the groundwater exit
monitoring criteria and soil gas confirmation sampling are met as follows:

4.9.1 Groundwater in Non-Granular Bedrock

Exit monitoring requires that samples from all groundwater monitoring wells must not exceed the applicable target
levelsfor annual sampling for three consecutive sampling events.

4.9.2 Groundwater in Granular Bedrock Designations

Exit monitoring must be met in two ways. (A) a monitoring well between the source (i.e. highest soil contamination
concentration) and the receptor must not exceed applicable target levels for three sampling events, and samples must
be separated by at least six months, and (B) the three most recent consecutive groundwater samples from a
monitoring well between the source and the receptor with detected levels of contamination must show a steady or
declining trend and meet the following criteria:  the first of the three samples must be more than detection limits,
concentrations cannot increase more than 20 percent from the first of the three samples to the third sample;
concentrations cannot increase more than 20 percent of the previous sample; and samples must be separated by at
least sx months.

4.9.3 Soil Gas

Confirmation sampling for soil gas for the enclosed space pathways is required to reasonably establish that the soil
gas samples represent the highest expected levels. A groundwater professional must obtain two soil gas samples
taken at least two weeks apart, and one of the samples must be taken during a seasonal period of lowest groundwater
elevation below the frost line.

4.9.4 Monitoring Well Plugging
All monitoring wells must be properly plugged after receiving a no action required classification.
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CHAPTER 5: TIER 2 AND 3 SITE CLASSIFICATION AND
CORRECTIVE ACTION RESPONSE.

5.1 Risk Classification

5.1.1 Generd
Sites must be classified ether high risk, low risk or no action required.

5.1.2 High Risk Classification
A gste shall be classfied high risk if any pathway is high risk.

Groundwater pathways and the soil leaching pathway are high risk if any actual field data exceeds the site-
specific target leve line at any point for an actual receptor.

Graph 1: Any Measured Data Above the SSTL Line -- Actual
Receptor -- High Risk
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Also, the soil leaching pathway is high risk for a potential receptor if both:
the groundwater ingestion Tier 1 level for potential receptorsis exceeded by actual field data AND
the soil leaching site-specific target level at the source is exceeded by actual field data.

Other soil pathways. The soil vapor to enclosed space and soil to plastic water line pathways are high risk if a
target level for an actual receptor is exceeded by actual field data. (A Site-specific target level cannot be calculated
because there are no horizontal transport models for these soil pathways.)

Vapor Pathways. The soil vapor and groundwater vapor to enclosed space pathways are high risk if the explosivity
levels at applicable points of compliance are exceeded.
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5.1.3 Low Risk Classification

A ste shal be cdassified as low risk if none of the pathways are high risk and if any of the pathways are low risk. A
pathway shall be classified low risk if it meets one of the following conditions:

1. For potential receptors, if any actual field data exceeds the site-specific target leve line at any point.

Graph 2: Any Measured Data Above the SSTL Line -- Potential
Receptor -- Low Risk
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2. For actual and potential receptors, if the modeled data and the actual field data are less than the site-specific target
levd line, and any of thefield data is greater than the smulation line.

Graph 3: All Data Below the SSTL Line & Any Measured Data
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3. The sail leaching pathway shall beinitially classified aslow risk and subject to a minimum of three years of
annual groundwater monitoring, if:
modeling predicts the groundwater ingestion Tier 1 level for potential receptors would be exceeded by actual
field data, but current data does not exceed it and
the soil concentration exceeds the soil leaching to groundwater site-specific target level.

If groundwater concentrations are below the applicable SSTL line for al three years and a final soil sample taken
from the source area shows no significant vertical movement, no further action isrequired. If groundwater
concentrations exceed the applicable SSTL linein any of the three years, corrective action is required to reduce
soil concentrationsto below the Tier 1 levelsfor soil leaching to groundwater. If at any time during the three-
year monitoring period, groundwater concentrations exceed the Tier 1 leved for potential receptors, the site shall
be classified as high risk requiring soil remediation.

5.1.4 No Action Reguired Classification

A dite shall be classified as no action required if all of the pathways are classified as no action required as provided
bel ow:

Soil pathways shall be classified as no action required if samples are |ess than the applicable target levels as defined
for each pathway and confirmational sampling requirements have been met.

For initial classfication, groundwater pathways shall be classified as no action required if the field data is below
the site-specific target level line and al field data is at or less than the smulation line, and confirmation monitoring
has been completed successfully. Confirmation sampling for groundwater and soil is a second sample which confirms
the no action required criteria.

For reclassification from high or low risk, a pathway shall be classified as no action required if all fidd data is
bel ow the site-specific target level line and if exit monitoring criteria have been met. Exit monitoring criteria means
the three most recent consecutive groundwater samples from all monitoring wells must show a steady or declining
trend and the most recent samples are below the site-specific target level line. Other criteriainclude the following:
thefirst of the three samples for the source well and trangition well must be more than detection limits;
concentrations cannat increase more than 20 percent from thefirst of the three samplesto the third sample;
concentrations cannot increase more than 20 percent of the previous sample; and
samples must be separated by at least Sx months.

Confirmation sampling for soil gas and indoor vapor. For the enclosed space pathways, confirmation sampling is
required to reasonably establish that the soil gas and indoor vapor samples represent the highest expected levels. A
groundwater professional must obtain two samples taken at least two weeks apart. One of the samples must be taken
during a seasonal period of lowest groundwater eevation and soil gas samples must be taken below the frogt line.

Upon dte classification as no action required, al groundwater monitoring wells must be properly plugged in
accordance with 567-Chapters 39 and 49 (available from the IDNR Records Section at 515/242-5818) unless the
department requires sdlected wells to be maintained or written approval to maintain the well is obtained by the
department.

5.1.5 Recdlassfication

Any ste or pathway which is classified as high risk may be reclassified to low risk if in the course of corrective
action the criteria for low risk classfication are established. Any site or pathway which is classified as low risk may
be reclassified to high risk if in the course of monitoring the conditions for high risk classfication are established.
Sites subject to department-approved ingtitutional or technological controls are classified as no action required if all
other criteriafor no action required classification are satisfied.
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5.2 High Risk Corrective Action Response

5.2.1 Objectives

The primary objectives of corrective action in response to a high risk classfication are both short-term and long-
term. The short-term goal is to eliminate or reduce the risk of exposure at actual receptors which have been or are
imminently threatened with exposure above target levels. The longer term goa is to prevent exposure to actual
receptors which are not currently impacted or are not imminently threatened with exposure. To achieve these
objectives, concentrations of applicable chemicals of concern must be reduced by active remediation to levels below
the ste-specific target leve line at all points between the source(s) and the point(s) of exposure as well as to
undertake such interim corrective action as necessary to eliminate or prevent exposure until concentrations below the
SSTL line are achieved. If it is shown that concentrations at all applicable points have been reduced to below the
SSTL line, the secondary objective is to establish that the field data can be reasonably relied upon to predict future
conditions at points of exposure rather than reliance on the modeled data. Reliance on fidd data is achieved by
establishing through monitoring that concentrations within the contaminant plume have stabilized or are declining.
Use of ingtitutional controls and technological controls may be used to sever pathways or control the risk of receptor
impacts.

For the soil vapor and soil to plastic water line, these objectives are achieved by active remediation of soil
contamination below the target leve at the point(s) of exposure or other designated point(s) of compliance.

For a dite classified as high risk or reclassified as high risk for the soil leaching to groundwater ingestion pathway,
corrective action conssts of active remediation of the soil contamination to concentrations below the site-specific
target leve at the source.

5.2.2 Corrective Active Design Report

The Corrective Active Design Report (CADR) must be submitted by a certified groundwater professional for all high
risk stes. The CADR must be submitted on a form provided by the department and in accordance with department
CADR guidance within 120 days of Site classfication approval. The CADR must identify at least two applicable
corrective action options, an outline of the projected timetable and critical performance benchmarks, a specific
monitoring proposal designed to verify its effectiveness and provide sufficient supporting documentation cong stent
with industry standards that the technology is effective to accomplish site-specific objectives. The CADR must
contain an analysis of its cost effectivenessin relation to other options.

The certified groundwater professional responsible for completion of the CADR must sign the certification statement
on the cover sheset.

A submitted CADR is consdered to be complete if it contains al the information and data required by the
department’s administrative rules and guidance. The report is consdered accurate if the information and data are
reasonably reliable based first on the standards in these rules and department guidance, and second, on generally
accepted industry standards.  Unless the report proposes to classify the site as no action required, the department
must approve the report within 60 days for purposes of completeness or disapprove the report upon a finding of
incompl eteness, inaccuracy or noncompliance with these rules. If no decison is made within this 60-day period, the
report is deemed to be approved for purposes of completeness. The department will review each CADR which
proposes to classify a site as no action required to determine the data and information are complete and accurate, the
data and information comply with department rules and guidance and the ste classification proposal is reasonably
supported by the data and information.

5.2.3 Interim monitoring

From the time a Tier 2 site cleanup report is submitted and until the department determines a Site is classified as no
action required, interim monitoring is required at least annually for all sites classfied as high risk. Refer to the

45



section below on Annual Monitoring. Monitoring conducted as part of remediation or as a condition of establishing a
no action required classification may be used to the extent it meets this criteria.

5.2.4 Remediation monitoring

Remediation monitoring during operation of a remediation system isrequired at least four times each year to evaluate
effectiveness of the system. A remediation monitoring schedule and plan must be specified in the corrective action
design report and approved by the department.

5.2.5 Technological controls

The purpose of a technological control is to effectively sever a pathway by use of technologies such that an
applicable receptor could not be exposed to chemicals of concern above an applicable target risk level.
Technological controls are an acceptable corrective action response either alone or in combination with other
remediation systems. The purpose of technological controls may be to control plume migration through use of
containment technologies, barriers, etc., both as an interim or permanent corrective action response or to permanently
sever a pathway to a receptor. Controls may also be appropriate to treat or control contamination at the point of
exposure. Any technological control proposed as a permanent corrective action option without meeting the reduction
in contaminant concentrations objectives must establish that the pathway to a receptor will be permanently severed or
controlled. The effectiveness of a technological control must be monitored under a department approved plan until
concentrations fall below the site-specific target leve line or its effectiveness as a permanent response is established,
and no adverse effects are created.

5.2.6 Completion of Corrective Action

Following completion of corrective action, the site must meet exit monitoring criteria to be reclassified as no action
required. At any point where an ingdtitutional or technological control is implemented and approved by the
department, the site may be reclassified as no action required.

5.3 Low Risk Corrective Action Response.

For dtes or pathways classified as low risk, the purpose of monitoring is to determine if concentrations are
decreasing such that reclassfication to no action required may be appropriate or if concentrations are increasing
above the site-specific target level line such that reclassification to high risk is appropriate. Monitoring is necessary
to evaluate impacts to actual receptors and assess the continued status of potential receptor conditions. Low risk
monitoring shall be conducted and reported by a certified groundwater professional.

For sites or pathways classfied as low risk, provide a best management practices plan. The plan must include
maintenance procedures, schedule of activities, prohibition of practices, and other management practices, or a
combination thereof, which, after problem assessment, are determined to be the most effective means of monitoring
and preventing additional contamination of the groundwater and soil. The plan will aso contain a contamination
monitoring proposal containing sufficient sampling points to ensure the detection of any significant movement or
increase in contaminant concentration.

5.4 Annual Monitoring

5.4.1 Groundwater Monitoring

For groundwater pathways, samples must be taken at a minimum of once per year:

1. from amonitoring well at the maximum source concentration;

2. atrangtional well: a wdl with detected levels of contamination closest to the leading edge of the groundwater
plume as defined to the pathway-specific target level and between the source and the receptor; and
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3. aguard wel: amonitoring well between the source and the point of exposure with concentrations bel ow the SSTL
line.

5.4.2 Soil Monitoring

For the soil vapor to enclosed space pathway potential receptors, soil gas samples must be taken at a minimum of
once per year in the area(s) of expected maximum vapor concentrations where an ingtitutional control is not in place.

For the soil leaching to groundwater pathway potential receptors, annual groundwater monitoring is required for a
minimum of three years as described above.

For the soil to plastic water line pathway potential receptors, notification of the utility company is required.
Notification will result in reclassfication to no action required. Therefore, annual monitoring of soil is not
applicable.

5.4.3 Other Monitoring Requirements

Receptors must be evaluated at least annually to ensure no actual or modeled data are above the site-specific target
level line for any actual receptors. Potential receptor areas of concern must be evaluated at least annually and the
presence of no actual receptors confirmed. If actual receptors are present or reasonably expected to be brought into
existence, the owner or operator must report this fact to the department as soon as practicable.

The dte or pathway must meet exit monitoring criteria to be reclassified as no action required. If concentrations for
actual receptors increase above the site-specific target level line or potential receptor status changes to actual
receptor status, the site must be reclassified as high risk and further corrective action required.

5.5 Useof Institutional and Technological Controls

Purpose. The purpose of an ingtitutional contral is to restrict access to or use of property such that an applicable
receptor could not be exposed to chemicals of concern for as long as the target level is exceeded at applicable points
of exposure and compliance. Ingtitutional controls include:

1. A law of the United States or the state;

2. A regulation issued pursuant to federal or state laws;

3. An ordinance or regulation of a political subdivison in which real estate subject to the ingtitutional control is
| ocated:;

4. A redtriction on the use of or activities occurring at real estate which are embodied in a covenant running with
the land which contains a legal description of the real estate in a manner which satisfies lowa Code section 558.1 et
seq., is properly executed, in a manner which satisfies |owa Code section 558.1 et seq., isrecorded in the appropriate
office of the county in which the real estate is located, adequately and accurately describes the institutional control;
and is in the form of a covenant as set out in Appendix E or in such a manner reasonably acceptable to the
department;

5. Any other ingtitutional control the owner or operator can reasonably demonstrate to the department will reduce
the risk from a release throughout the period necessary to assure that no applicable target leve is likely to be
exceeded.

Modification or termination of ingtitutional and technological controls. At a point when the department determines
that an ingtitutional or technological control has been removed or is no longer effective for the purpose intended,
regardless of the issuance of a no further action certification or previous site classification, it may require owners and
operators to undertake such reevaluation of the site conditions as necessary to determine an appropriate sSite
classification and corrective action response. If the owner or operator is in control of the affected property, the
department may require reimplementation of the ingtitutional or technological control or may require a Tier 2
assessment of the affected pathway(s) be conducted to reevaluate the site conditions and determine alternative
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corrective action response. An owner or operator subject to an institutional or technological control may request
modification or termination of the control by conducting a Tier 2 assessment of the affected pathway or conduct such
other assessment as required by the department to establish that the control is no longer required given current Ste
conditions.

If the owner or operator is not in control of the affected property or cannot obtain control and the party in control
refuses to continue implementation of an ingtitutional control, the department may require the owner or operator to
take such legal action as available to enforce ingtitution of the control or may require the owner or operator to
undertake a Tier 2 assessment to determine sSite classfication and an alternative corrective action response. If a
person in control of the affected property appears to be contractually obligated to maintain an institutional or
technological control, the department may, but is not required to, attempt enforcement of the contractual obligation as
an aternative to requiring corrective action by the owner or operator.

If agiteisclassfied no action required, subject to the existence of an ingtitutional control or technological control, the
holder of the fee interest in the real estate subject to the ingtitutional control or technological control may request, at
any time, that the department terminate the institutional control or technological control requirement. The department
shall terminate the requirement for an ingtitutional control if the holder demonstrates by completion of a Tier 2
assessment of the applicable pathway or other assessment as required by the department that the site conditions
warranting the control no longer exist and that the ste or pathway has met exit criteria for no action required
classification.

5.6 Soil Excavation

Excavation for the purpose of removing contaminated soil which exceeds the applicable target levels is permissible
for the soil leaching to groundwater pathway, soil vapor to enclosed space pathway, and soil to plastic water line
pathway. Additionally, excavation is a permissible corrective action to address soil contamination as provided in
section 4.2.2 under the special bedrock procedures. Prior to excavation, field screening must be conducted to
estimate the extent of soil contamination.

The excavation must remove the area of soil with concentrations above the target levels for the affected pathway. If
excavation is conducted, additional soil sampling is necessary to demonstrate that after excavation the remaining soil
concentrations do not exceed the target levels for the affected pathway. At a minimum, one soil sample must be
collected for field screening every 100 sguare feet of the base and sdewalls of the excavated area. Field screening
shall include the use of a photoionization detector (PID), flame ionization detector (FID), or another smilar vapor
analyzer, and visual and olfactory observations. Observations and vapor screening results must be documented. Soil
samples must be collected for laboratory analysis from points indicated by high vapor readings (greater than 10
ppm), or observed contamination, and at least one soil sample collected for every 400 square feet of the base and
Sdewalls of the excavated area. At a minimum, one sample from each sdewall and the base of the excavation must
be collected and analyzed. Samples for laboratory analysis shall be collected from not more than one foot into the
base and sidewalls of the excavated area.

All samples shall be shipped to a certified laboratory within 72 hours of collection. Samples shall be refrigerated and
protected from freezing during shipment to the laboratory. The soil samples must be analyzed for benzene, toluene,
ethylbenzene, and TEH in accordance with 135.16.

Excavated contaminated soils must be properly disposed in accordance with 567--Chapters 100, 101, 102, 120, and
121. If land application of petroleum contaminated soils is used as a means of treatment, a natification for land
farming (DNR Form 542-1384) must be submitted to the department prior to land applying the contaminated soil.
This form may be obtained by calling 515/242-6492.
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A report of the excavation must be provided as an appendix to the Tier 2 report. The report must include the
following:

1. Resultsof fidd screening.

2. Copies of the analytical data obtained from the soil samples.

3. A scaed ste diagram with the following illustrated:

- areaof the original contamination,

dimensions and limits of the excavation,
fiedd screening sampling locations,
location of soil samples submitted for laboratory analysis,
groundwater sampling borehole and well locations,
pertinent site features such as buildings, roads, utilities, etc.,
groundwater flow direction.

5.7 Replacement / Relocation of Plastic Water Lines

Replacing or relocating plastic water lines currently located within or 10 feet beyond the soil plume, or within the
actual or modeled groundwater plume are acceptable corrective actions for the groundwater to plastic water line
pathway and soil to plastic water line pathway. Prior to replacing or relocating plastic water lines, the utility
company which supplies water service to the area must be contacted and give approval for such activities. If the
plastic water lines are to be replaced, a non-plastic material must be used (copper, cast iron, etc.). If the plastic
water lines are to be relocated, they must be placed beyond 200 feet of the contamination source(s). An adequate
investigation of the relocation area must be conducted to assure the lines are not placed into contaminated soil or
groundwater. A file search and pedestrian survey are recommended to determine whether there are other UST or
LUST dsitesin the area of pipe relocation.

A report of the water line replacement / relocation activities must be provided as an appendix to the Tier 2 report.
The report must include the following:

1. Documentation of authorization from the utility company which supplies water service to the area.
2. If the plastic water lines were replaced, identification of the replacement material, backfill material, and burial
depth of reconstructed water ling(s).
3. If the plastic water lines were relocated, identification of the backfill and burial depth of the relocated lines, and a
brief description of the efforts taken to assure the new location was not contaminated.
4. A scaled site diagram with the following illustrated:
- pertinent Site features such as buildings, roads, utilities, etc.,
soil and groundwater contamination in relation to the plastic water ling(s) prior to replacement / rel ocation,
if the plastic water lines were relocated, the location of the new lines (an additional map with appropriate
scale to show the new location of the lines may be necessary)

5.8 Monitoring Certificatesand No Further Action Certificates

5.8.1 Monitoring certificate

The department will issue a monitoring certificate to the owner or operator of an underground storage tank from
which a release has occurred, the current property owner, or other responsible party who has undertaken the
corrective action warranting issuance of the certificate. Sites classified as low risk or sites classified as high risk
monitoring shall be digible for a monitoring certificate. The monitoring certificate will be valid until the dite is
reclassified to a high risk requiring active remediation or no action required site. A site which has been issued a
monitoring certificate shall not be eigible to receive a certificate evidencing completion of remediation until the siteis
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reclassified as no action required. The monitoring certificate will be invalidated and the site reclassified to high risk if
it is determined by the department that the owner of the steis not in compliance with the requirements specified in
the monitoring certificate.

5.8.2 No further action certificate

The department will issue a no further action certificate to an owner or operator of an underground storage tank from
which a release has occurred, the current property owner, or other responsible party who has undertaken the
corrective action warranting classification of the site as no action required. The person requesting the certificate shall
provide the department with an accurate legal description of the property on which the underground storage tanks are
or were formerly located. The following conditions apply:

(1) The site has been determined by a certified groundwater professional to not present an unreasonable risk to the
public health and safety or the environment;

(2) A person issued the certificate or a subsequent purchaser of the site cannot be required to perform further
corrective action solely because action standards are changed at a later date. Action standards refer to applicable
ste-specific standards when the certificate was i ssued;

(3) The certificate shall not prevent the department from ordering remediation of a new release or a release of a
regulated substance from an unregulated tank;

(4) The certificate will not congtitute a warranty of any kind to any person as to the condition, marketability or value
of the described property;

(5) The certificate shall reflect any indtitutional control utilized to ensure compliance with any applicable Tier 2
level; and may include a notation that the classification is based on the fact that designated potential receptors
arenot in exisence

(6) The certificate shall be in a form which is recordable in accordance with lowa Code section 558.1 et seg. and
substantially in the form as provided in Chapter 135, Appendix D.

The department shall modify any issued no further action certificates containing institutional controls once the owner,
operator or their successor or assign has demonstrated that the ingtitutional control is no longer necessary to meet the
applicable Tier 2 level.

5.9 Tier 3 Site Assessment Policy and Procedure

Unless specifically limited by rule or an imminent hazard exists, an owner or operator may chooseto preparea Tier 3
dte assessment as an alternative to completion of a Tier 2 assessment or as an aternative to completion of a
corrective action design report. Prior to conducting a Tier 3 Site assessment, the groundwater professional must
submit a work plan to the department for approval. The work plan must contain an evaluation of the specific site
conditions which justify the use of a Tier 3 assessment, an outline of the proposed Tier 3 assessment procedures and
reporting format and a method for determining a risk classification consistent with the policies underlying the risk
classfication system in 135.12(455B). Upon approval, the groundwater professional may implement the assessment
plan and submit a report within a reasonable time designated by the department.

A Tier 3 assessment may include but is not limited to the use of more site-specific or multidimensional models and
assessment data, methods for calibrating Tier 2 models to make them more predictive of actual site conditions, and
more extensive assessment of receptor construction and vulnerability to contaminant impacts. If use of Tier 2 models
is proposed with substitution of other site-specific data (as opposed to the Tier 2 default parameters), the
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groundwater professional must adequatdly justify how site-specific data is to be measured and why it is necessary.
The groundwater professonal must demonstrate that the proposal has a proven applicability to underground storage
tank sites or smilar conditions or has a strong theoretical basis for applicability and is not biased toward
underestimating the assessment results. The Tier 3 assessment report must include a recommendation for ste
classfication as high risk, low risk or no action required. If a corrective action is required the Tier 3 assessment
report must propose at least two corrective action response technologies and provide justification consistent with the
standards and policies underlying risk classification and corrective action response found esewhere within this
guidance manual.

The department will review the Tier 3 assessment for compliance with the terms of the approved work plan and

principles of the RBCA process. Upon approval of the Tier 3 assessment, the department may require corrective
action.
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CHAPTER 6: DIRECTIONS FOR COMPLETING THE TIER 2 REPORT FORM

Refer to the Tier 1 Guidance for instructions on completing a Tier 1 assessment. This information must be included
in the Tier 2 report as outlined bel ow.

To the extent practicable, during the preparation of the Tier 2 report, use generally available hydrologic, geologic,
topographic, and geographic information in an attempt to minimize ste-specific teting. In many instances, an areais
provided in the Tier 2 report form to record a response. A response must be provided for al questions unless
directed otherwise in the ingtructions. However, please try to limit the response to the area provided. If an expanded
responseis required, reference it as an attachment.

6.1 Summary Pages

6.1.1 Cover Page

Fully complete the cover page of the Tier 2 Site Cleanup Report including signatures of the responsible party and
certified groundwater professional. All groundwater and soil data obtained during the Tier 2 field assessment must
be collected by or under the supervision of a certified groundwater professional. The street address is sufficient for
dte identification purposes. If a rura route, box number or street without a house number is used, then a lega
description must be provided using the township, range, and Y4, Y4, Y4, Ya section. If a no further action certificate is
requested, an accurate legal description of the site, as found in the deed or mortgage, must be provided. The legal
description may be submitted as an attachment if the space provided on the cover pageisinsufficient.

6.1.2 Tier 1 Site Data Summary

Complete the Tier 1 Site Data Summary as explained in the Tier 1 Guidance. If aTier 1 report has been submitted
to DNR and changes or corrections have occurred since that submittal, those changes and corrections should be made
with a notation explaining the changes. If a Tier 2 report is required due to free product or other conditions, please
compl ete this page anyway.

6.1.3 Tier 1 Pathway Evaluation Summary

Complete the Tier 1 Pathway Evaluation Summary as explained in the Tier 1 Guidance. Corrective actions sdected
on this page must meset the Tier 1 guiddines. If corrective actions have been completed since submission of the Tier
1 report to DNR and those actions meet Tier 1 guiddines, they should be noted on this page. If corrective actions
have been sdected that only meet Tier 2 guiddines, then a Tier 2 assessment must be completed for that pathway,
and the corrective actions should be noted on page 4-5 in the Tier 2 Receptor Summary.

For example, consder plugging drinking water wells, a possble corrective action for the groundwater ingestion
pathway for actual receptors. At Tier 1, drinking water wells within 1,000 feet must be plugged to meet no action
requirements. At Tier 2, only drinking wells within the receptor plume must be plugged.

6.1.4 Tier 2 Receptor Summary

Complete the Tier 2 Receptor Summary for each receptor required to be evaluated as described in section 6.6. The
pathway assessment in section 6.6 must be completed using computer software before the Tier 2 Receptor Summary
can be compl eted.
- Record the name of each receptor in the appropriate pathway section.
Put an X in ether the* A” box for an actual receptor or the “P” box for a potential receptor.
For each chemical in Group 1, label the risk classification at the time of initial Tier 2 evaluation (before any
corrective actions are implemented as shown in the “ Corrective Action(s) Selected” column). Use “H” for high
risk, “L” for low risk and “ N” for no further action. A risk classification must be determined for each group 1
chemical using the computer software. Supporting documentation (i.e. maps, SSTL tables and graphs) may not
be required for each chemical, depending on the pathway assessment as described in section 6.6.
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Repeat for TEH diesd and waste ail if those chemicals were required to be analyzed.

The* C” column refers to confirmation sampling. Confirmation sampling is required for soil pathways with ano
further action classification and for groundwater pathways with an initial no further action classification. Refer to
section 5.1.4. Put an X in this column if confirmation sampling has been successfully completed for that receptor.
For “ Corrective Action(s) Sdlected” use the numbers from the list of corrective actions at the bottom of the page
to indicate the recommended corrective actions. Underline the numbers of the corrective actions which have been
completed. Documentation for all corrective actions must be included in an appendix as described in section 6.11.
For “ Current Risk”, label the risk classfication for the receptor, based on the corrective actions that have been
completed at the time of report submittal. Use“H” for high risk, “L” for low risk and “ N” for no further action.

If it isrecommended to go to Tier 3 for further assessment, put an X in the“ Go To Tier 3’ box.

Every receptor which is listed for any groundwater pathway must also be listed in the Soil Leaching to Groundwater
pathway on page 5.

Extrarows at the bottom of page 5 may be used for additional receptors which may not fit on page 4; please label the
pathway for these receptors. Pages 4 and 5 may be copied as needed to accommodate all receptors.

If a No Action Required classification is being requested, all corrective actions and any applicable confirmation
sampling or exit monitoring must be completed.

6.2 Sampling Requirements

Record the soil and groundwater sampling results for the Tier 1 and 2 investigations on page 10. Include previous
sampling data (e.g. tank closures, phase 2 investigations, etc.).

Field Screening Results for only the Tier 2 investigation needs to be recorded on page 9.

The Soil Gas Analytical Data table on page 11 must include all soil gas analyses.

The Indoor Vapor Analytical Data table on page 12 must include al indoor vapor analyses.

Data for Groundwater Flow Direction Map: This table must be completed as described in the report.

Refer to Tier 1 Guidance and Chapter 1 of Tier 2 Guidance for information on sampling requirements. In addition, at
Tier 2, generally the contamination plume needs to be defined as described in Chapters 2 and 3.

6.3 Receptor Survey

Please refer to Chapter 3 for additional information concerning the scope of the surveys required to identify
receptors. The Tier 1 Receptor Maps (including Well Survey Map, Enclosed Space and Conduit Map and Surface
Water Map) must be updated to show any additional receptors identified during the Tier 2 assessment.

Water Wdl Survey: Active, abandoned and plugged groundwater wells must be identified. Groundwater
professionals must differentiate between wells which are drinking water wells and wells which are non-drinking water
wells. A drinking water well is any groundwater well used as a source for drinking water by humans and any
groundwater well used primarily for the final production of food or medicine for human consumption in facilities
routinely characterized with the Standard Industrial Codes (SIC) group 283 for drugs and group 20 for food and
kindred products. The Research and Information Services Division of lowa Workforce Development in Des Moines
may be contacted at 515/281-8178 or 1-800-532-1249 (within lowa) to verify an SIC code for a facility. A non-
drinking water well is any groundwater well not defined as a drinking water well including a groundwater well which
is not properly plugged in accordance with department rules in 567--Chapters 39 and 49. One exception is an
extraction well used as part of a remediation system. Extraction wells are neither drinking water wells nor non-
drinking water wells, and are not considered in the pathway eval uation.
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Wdl information readily available from public entities [i.e, county health or zoning departments, IDNR Water
Supply Section (515/242-6128), Geological Survey Bureau (GSB) (319/335-1575), etc.] and water well owners must
be reported. Copies of IDNR form 542-1226 for wells plugged in accordance with chapter 567--39 of the IAC must
be provided. Copies may be obtained from the county assessor’ s office or the IDNR Water Supply Section.

Enclosed Spaces and Conduits: Buildings, enclosed spaces (basements, crawl spaces, utility vaults, etc.), and
conduits (gravity drain lines, sanitary and storm sewer mains and service lines, plastic water lines and other utilities)
must be identified. Plastic drinking water lines (mains and service lines) must be identified and evaluated. A
description of the following must be provided for each conduit and enclosed space:  construction material, conduit
backfill material, dope of conduit and trench (include flow direction for sewers), burial depth of utility or confined
space, and relationship to groundwater levels.

An explosive vapor survey is required in areas where the buildup of explosive vapor levels could occur such as, but
not limited to, basements, crawl spaces and utility access ways. The purpose of the explosive vapor survey is to
identify conditions immediately hazardous. If explosive vapor levels are identified (concentrations of combustible
gases exceeding 10% of the Lower Explosive Limit [LEL]), the groundwater professional must notify the tank owner
or operator or a party reasonably believed to be responsible for reporting the contamination with instructions to
report the condition in accordance with Chapter 567-131. The owner or operator must begin immediate response and
abatement procedures in accordance with 135.7 and Chapter 567-133. The situation will be handled under IDNR’s
Emergency Response protocals.

An explosive vapor survey may not be necessary in all cases; however, adequate justification for not conducting the
survey must be provided (e.g., buildings, confined spaces or utility access ways are not located within 500 feet, Tier
1 levelsfor the pathway are not exceeded, etc.).

An explosive vapor survey must be conducted at sites where reports of vapors have been received, or there are
indications that contamination is or is likely to be in contact with occupied structures or utilities. Records filed with
the Emergency Response Section and the Underground Storage Tank Section of the IDNR, State Fire Marshall’s
Office, County Health Department, and the local police and fire department should be examined to determine whether
any vapor problems have been reported in the area.

Explosive Vapor Survey. The following procedures are recommended when conducting an explosive vapor survey:

1. Anexplosmeter must be used to take vapor readings.

2. Start at the utility access way nearest to the site. Work upstream and downstream to determine whether vapors
are present, where vapors may be entering, and the extent of impacted area.

3. “Crack” each utility access cover and take readings for oxygen and percentage explosion level. Repest
measurements at mid-depth and water level or bottom of conduit.

4. Check air flow directions to determine if dilution of vaporsis occurring.

5. Check lift stations near the Site.

6. Check confined spaces and occupied structures. Record the names and addresses of buildings, residences and
owners.

7. Check for vaporsin basements, sawer drains, and near any foundation cracks.

Surface Water Bodies: Surface water bodies include both general use segments and designated use segments as
defined in 567-61.3(1) of the IAC. All surface water bodies (i.e., lakes, ponds, rivers, streams, intermittent stream
beds, drainage ditches, etc.) must be identified and visually inspected for a sheen on the water surface, and residues
along a stream bank or bed. The following procedures are recommended when conducting a visual inspection for
petroleum residue along a stream bank or in an intermittent stream bed:



If the surface water is a designated use segment, list all classifications in the Surface Water Survey table. If the
surface water is not a designated use segment, it is consdered a general use segment. (Refer to Appendix G:
Sdlections from Chapter 61 Water Quality Standards.)

Stream bank:

1. Look for bare soil areas along the lower bank where the seep of petroleum products may be surfacing and killing
vegetation.

2. During the growing season, look for dead or dying vegetation along or below the high-water mark. Inspect the
dead vegetation to determine whether death was caused naturally or by coating with petroleum residues. The
residues usually will cause localized portions of the plant to be stressed or to die. A coating of dightly shiny,
brown/black dirt-type particles (the mixture of petroleum products and the suspended/floating material found in
the stream) may occur on the vegetation. The dead or dying vegetation will likely bein small patches or clumps,
not large expanses as would occur if the vegetation were dying from being inundated for along time.

Stream bed:

1. Similar to the vegetation coating but potentially more evident; a shiny-spongy brown/black dirt-type coating may
occur on the materia found along a previous water line.

2. Alsolook in the areas that become isolated pools when the stream no longer flows. The petroleum residue will
tend to accumulate in these isolated poals, coating the stream bed material including branches, rocks and debris.

If a sheen or resdue is evident or has been reported to be present, the groundwater professonal must make a
sufficient investigation to reasonably determine its source. If, in the opinion of the groundwater professional, the
sheen is not associated with the underground storage tank site, an adequate judtification must be provided. If, in the
opinion of the groundwater professonal, the sheen is not a petroleum-regulated substance, a sample must be
laboratory analyzed using lowa Methods OA-1 and OA-2 and in accordance with 135.16 to confirm it is not a
petroleum-regulated substance.

6.4 Affected Property Owner Table

The department has the responsibility of notifying landowners affected or with the potential to be affected by the
petroleum release.  Provide a table which includes all properties in any receptor plume which contains a receptor
classified as high or low risk. This includes properties considered potential receptors. (Refer to section 6.6 for
further information on determining a receptor plume.) The property address, owner and the mailing address of the
owner (including the zip code) must be provided. Include the owners of rights-of way in the table. Be sure the
property owner names in the table correspond with the numbers used on the Landowner Map.

6.5 Off-site Contamination Source Discussion

If, during the course of the Tier 2 assessment, contamination identified is attributable to an off-gte source, provide a
detailed judtification for any conclusons concerning off-site contamination sources. Include in the justification:
analytical data, maps showing the site under investigation and the off-ste source and groundwater flow directions.
Sufficient justification must be based on factors other than the past use of the off-site property (i.e,, it used to be a
gas station).
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6.6 Pathway Assessments

6.6.1 Groundwater Pathway Assessment

The following procedures should be followed FOR EACH GROUNDWATER RECEPTOR TYPE, induding:

N R~WDN R

Groundwater ingestion—actual

Groundwater ingestion—potential

Groundwater vapor to enclosed space—confined space—residential
Groundwater vapor to enclosed space—confined space—nonresidential
Groundwater vapor to enclosed space—sanitary sewer—resdential
Groundwater vapor to enclosed space—sanitary sewer—nonresidential
Groundwater to plastic water line

Surface water

I. Develop areceptor plume map. This is one map for each receptor type with overlapping modeled plumes. It
should show all receptors for the receptor type and the smulated plumes as described bel ow.
A. Starting with benzene:

1. Identify the monitoring well with the maximum benzene concentration: the source well.

2. Usethe computer to
a. Generate a smulated plume for benzene and
b. Calculate the smulated value for each monitoring well.
c. |dentify any monitoring wells where the measured concentration exceeds the smulated concentration.
These are alternate source wells.
d. Generate ancther smulated plume for each alternate source well, using the aternate source well as
the source. Use the same source width (S,) for al smulations. (Thisis the only stuation the aternate
source well will beused. It will NOT be used to generate SSTL lines, only to generate a receptor plume
map.) Using alternate source wells accounts for situations where the actual plume exceeds the smulated
plume. Therefore the receptor plume map is substituted for any requirements referring to “the smulated
plume, or if the actua plume exceeds the smulated plume, then the actual plume plus ten percent.”

B. Repeat this process for all wells which contain free product, because they would also be considered source
wells.

C. Repeat this process for each chemical of concern, using the monitoring well with the maximum concentration
for that chemical as the source well. All modeed plumes for the different chemicals of concern will be on one
map for each receptor type.

D. The receptor plume map will be used for two purposes:

1. Identify receptors which must be evaluated. All receptors within this receptor plume must be evaluated.
2. Determine which chemical(s) require documentation to be printed in the report. This includes maps,
SSTL graphs, and SSTL tables. (Although some chemicals may not require printed documentation, the
computer will generate SSTLswhich must ill be met.)
a. If one chemical’s plume map encompasses all other plume maps, that is the only map and the only
SSTL graphs and SSTL tables that must be included in the report.
b. If achemical’s plume map covers an areathat isnot covered by any other chemical’ s plume map:
1. That chemical’s plume map must be included for the applicable pathway.
2. Any receptors located in that unique area must have an SSTL graph and SSTL table devel oped
for that chemical and included in the report.
3. On the Tier 2 Report Checklist (pages 6-7), check the boxes for the chemicals which require
documentation in the report as determined above.
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E. Repeat this procedure to develop a receptor plume map for the soil leaching to each of the groundwater
receptor types. Use the boring with the maximum soil concentration for each chemical as the source.

Example: Receptor Plume 1 = Total Area Example: Receptor Plume 2 = Total Area
MW1: Source for B, E & X; MW2: Source for T. T~
Include documentation for B & T only pid N
— T -~ /
/o TN 1. First Simulation /
/=0 N (one plume larger,/
/7,7 N/ \ \ /
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Il. Evaluate each receptor identified by the receptor plume maps (for both groundwater or soil leaching to
groundwater). The following process must be repeated for each applicable chemical as determined above.

A. Use the computer to develop a receptor evaluation map for each applicable chemical as determined by the
receptor plume map above. For each applicable chemical, all of the receptors may be shown on one receptor
evaluation map if it is legible. However, multiple receptor evaluation maps may be needed for each applicable
chemical. Receptors may be grouped by pathway or by receptor type.
1. Identify one source for each chemical of concern to use for calculating the SSTL line and the smulation
line. The source is the monitoring well with the maximum concentration. If there is more than one
monitoring well with the same maximum concentration or if there is more than one monitoring well with free
product, then you must calculate a source point and labdl it “S’. The source is the average location for all
the wdlls with free product or the average location for all the wells with the same maximum concentration.
To calculate an average location, find the average of the x-coordinates of the source wells, find the average
of the y-coordinates of the source wells, and plot the location of these two averages.

Example: if free product were found at two locations: (1,16) and (3, 18), the average x-coordinate would be
(1+3)/2=2. The average y-coordinate would be (16+18)/2=17. The source would be plotted at the position:
(2, 17).

2. For each receptor:
a Usethe computer to draw an SSTL line on the map from the source to the receptor.
b. Usethe computer to draw an SSTL line area. Thisis arectangle which includes the area 10 feet on
either side of the SSTL line. (Refer to the following diagram.) It includes the receptor line.
C. Thereceptor lineis centered on the receptor, 20 feet long, perpendicular to the SSTL line.
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d. Usethe computer to plot measured data.
e. Usethe computer to calculate the SSTL for the source.
f. Draw the source ling, using the following directions.
1. If the source SSTL is less than the measured concentration at the source, draw a contour line
around the source which represents the source SSTL value. This is the primary area. Draw a
source line through the source, perpendicular to the SSTL line, and extending to the edge of the
primary area. (Refer to the following diagram.)
2. If the source SSTL is greater than or equal to the measured concentration at the source, use the
source width (Sw) as the length of the source line.
g. Draw the secondary area, by drawing lines to connect the source line and the receptor line, creating a
trapezoid. (Refer to the following diagram.)
h. Determine which monitoring wells must be applied to that SSTL line. At a minimum, al monitoring
wells within the secondary area must be evaluated for that SSTL line. If contamination has gone past
the receptor, other monitoring wells should aso be evaluated for that SSTL line. Enter the applicable
monitoring wells into the computer.
i. Use the computer to calculate SSTL line values and smulation line values for each applicable
monitoring well.

3. Plot the receptor evaluation map. It should include
a thesource
b. monitoring wells, labeled with measured data
c. for each receptor: thereceptor, the SSTL line, SSTL line area, and the secondary area.
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Diagram to Determine Which Monitoring Wells Must Be Compared to the SSTL Line

SsTL linearea i_lo_fe_et__ Recent
3 107eat eceptor
Secondary =T - T
aea .- Receptor
- Line

Source
Line

O Primary area: where actual data exceeds the smallest source SSTL

(Monitoring wells must be in this area for exit monitoring unless
justification is provided.)

| _ » Secondary area: Box connecting the source line and the receptor line

’ (All monitoring wells in this area must be compared to the SSTL
line. Monitoring wells must be in this area for exit monitoring for
existing SCRs unless justification is provided.)

SSTL line: line from the source monitoring well to the receptor

Source line: line through the source, perpendicular to the SSTL line; with
a length extending to the edge of the primary area

l Receptor line: line with the receptor at its center, perpendicular to the
SSTL ling; with a length of 20 feet
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Example

Receptor Evaluation Plume—Groundwater 1ngestion—Potential—Benzene
(Protected groundwater source, inditutiona control on the LUST property only.

All receptors within the receptor plume are shown:  a nondrinking water wel, and the
property boundary in the two directions which were ingde the receptor plume)

]Nondri nking
weter well '
I
|
|
|
|
|
|
i
O MWxx l
.. |
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XXX

B. For each receptor:
1. Graph: Use the computer to plot a graph for each receptor. This graph should show the location of al
applicable monitoring wells, the receptor, the SSTL line with values calculated for each monitoring well, and the
smulation line with values calculated for each monitoring well.

2. SSTL Table: Complete an SSTL Table for each receptor. (Refer to the example below.)
a. “Receptor Type’: choose one of the following:

. Groundwater ingestion—actual

Groundwater ingestion—potential

Groundwater vapor—confined space—residential

Groundwater vapor—confined space—nonresidential

Groundwater vapor—sanitary sewer—residential

Groundwater vapor—sanitary sewer—nonresdential

ok~ wdE
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7. Groundwater to plastic water line
8. Surface water
b. “Chemical”: choose one of the chemicals of concern:

B = benzene
T = toluene
E = ethylbenzene
X = xylenes
TEHg= Total Extractable Hydrocarbons for diesdl

TEH,yo= Total Extractable Hydrocarbons for waste ail
c. “Location”: ligt al applicable monitoring wells from the source to the receptor which are insde the
secondary area for the SSTL (in order of increasing distance from the source) and any other monitoring wells
which should be compared againgt this SSTL line. Also include the receptor.
d. For “ Disance from Source’, “Simulation Vau€e’, “ Actual Data’, and “SSTL Value’: obtain data from
the computer software.
e. Underlineany SSTL line value or smulation value which is less than the measured concentration for that

point.
f. Mark whether each monitoring well is located inside the SSTL Line Area or the Secondary Area, using
thefollowing symbols: Y =yes. —=no

g. Put an x in the appropriate box to identify whether the receptor is actual or potential.

h. Put an x in the appropriate box to identify the risk classification.

i. For any high or low risk receptors, identify the source, transition, and guard wells to be used for annual
monitoring, using the abbreviations below. For sites converting from old SCR data, monitoring wells used
for annual monitoring must be insde the secondary area unless judtification is provided. Otherwise,
monitoring wells used for annual monitoring must be inside the SSTL Line Area unless judtification is

provided.

S=source

T=trangtion

G=guard

J. Complete the boxes for “ Comments/Justification”.
Sample SSTL Table
Receptor Type: | Groundwater ingestion—actual | Chemica: | B
Location Digtancefrom | Simulation Actua SSTL In SSTL In Monitor
Source (ft) Vaue Data Vaue LineArea | Secondary
MW18 0 17,500 17,500 2,201 Y Y S
MW?20 25 6,395 4,280 804 - Y T
MW21 50 1,989 2 250 - Y G
City Well 13 240 40 - 5 Y Y
Receptor: X | Actual X| High Comments/Justification:
City Well 13 Potential Low
NFA
Soil L eaching Soil @Soil Source | GW@Soil Source | Soil Leaching x| High
Source Location: Actual Data 15.00 17,500 Risk Low
MW18 SSTL 2.92 2,201 Classification NFA
3. Tier 2 Receptor Summary: Include information for each receptor in the table on pages 4-5. Refer to

directionsin section 6.1.4.
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6.6.2 Soil Pathway Assessment

Soil Leaching to Groundwater. This pathway should be evaluated for each groundwater pathway as described in
the above section on groundwater pathways. A soil SSTL must be calculated for each receptor and included in the
above SSTL tables. The lowest soil SSTL is the target level which must be met for the whole site, and must be
included in the Primary Area Table as described in section 6.7.3. A graph must be included for each receptor for
which an SSTL line can be calculated. (If the source is a potential receptor, then the target level is applied at the
source instead of calculating an SSTL.)

Include a receptor evaluation map which shows the actual soil plume, receptors and which areas exceed the lowest
soil site-specific target level. A separate receptor evaluation map may be needed for each receptor type to make it
legible. Tier 2 Receptor Summary: Include information for each receptor in the table on pages 4-5. Refer to
directionsin section 6.1.4.

Soil Vapor to Enclosed Space. Include a Soil Vapor Map for each chemical of concern. Each map should show
the actual soil plume, receptors and which areas exceed the applicable target level. Tier 2 Receptor Summary:
Include information for each receptor in the table on pages 4-5. Refer to directionsin section 6.1.4.

Soil to Plastic Water Line. Include a Soil to Plastic Water Line Map for each chemical of concern. Each map
should show the actual soil plume, receptors and which areas exceed the applicable target level. Tier 2 Receptor
Summary: Includeinformation for each receptor in the table on pages 4-5. Refer to directionsin section 6.1.4.

6.7 Corrective Action

6.7.1 Description

For each pathway, briefly describe the receptors of concern, the lowest source target level and the recommended
corrective actions. If any remediation isrequired or recommended, list the applicable receptors and briefly describe a
recommended type of remediation.

6.7.2 Summary Corrective Action Maps

Develop two Summary Corrective Action Maps. onefor soil and one for groundwater. It should include all high risk
receptors for the whole site. Choose the chemical which appears to be most limiting for the site. If the map does not
accurately depict areas which are recommended to require remediation, attach an additional map and explain in the
description section above.

The Groundwater Summary Corrective Action Map should include:
- SSTL linefor all high risk receptors
Primary area using the lowest SSTL for the whole site for any receptors with groundwater remediation
recommended
Secondary area for each receptor with soil or groundwater remediation recommended. Shade or otherwise mark
the part of each secondary area where actual measured data exceeds the SSTL line.
Monitoring wells. labeled with actual data. If soil or groundwater remediation is recommended, the associated
monitoring wells must also be labeled with the lowest SSTL value for that point, and the associated receptor
should also be labeled.

The Soil Summary Corrective Action Map should include:
SSTL linefor all high risk receptors for the soil leaching pathway
All high risk receptors for the soil vapor and soil to plastic water line pathways
Primary area using the lowest target leve for the whole site for any receptors with soil remediation recommended
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Borings: labeled with actual data. If soil remediation is recommended, the associated boring must also be labeled
with the lowest target leve for that point.

Example:

Groundwater Summary Corrective Action Map

(All high risk receptors are shown.  Inditutiona contral on the LUST property only. Plastic
water linewill beremoved. Shaded drdeisthe primary areain nesd of remediation.
Shaded trgpezaid is the only sscondary areain need of remediation.)

OMWxx Om

groundwater OMwixx
XXX

plagtic water line

6.7.3 Primary AreaTable

Complete the Primary Area Table. The primary area is the area where concentrations exceed the smallest source
SSTL for any receptors with soil or groundwater remediation recommended. There will be one primary area table
for the whole site for each applicable chemical. Include the lowest source SSTL for the soil leaching pathway (which
has soil remediation recommended) and the receptor for which this was calculated. Include the lowest source SSTL
for any groundwater pathway (which has groundwater remediation recommended) and the receptor for which it was
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caculated. List any monitoring wells which are insde the groundwater primary area and their actua measured

concentration.

Sample Primary Area Table

Chemica: Benzene

Monitoring Wellsin GW Primary Area

Soil Groundwater Location Actual
Lowest Source SSTL 2.92 2,201 MW18 17,500
Receptor City wdl 13 City wdl 13 MW20 4,280

6.8 Monitoring

6.8.1 Soil Gas Monitoring Plan

Complete the Soil Gas Monitoring Plan Summary Table for all locations which require soil gas monitoring. Refer
to section for more information on soil gas monitoring.

Complete the Soil Gas Monitoring Comments/Justification section of the report. Explain which receptors are
being monitored using soil gas measurements. Monitoring must be conducted annually at a minimum. If a more
frequent rate is recommended, please explain in this section.

Attach aMonitoring Map, and label locations for soil gas monitoring.

6.8.2 Groundwater Monitoring Plan

- Complete the Groundwater Monitoring Plan Summary Table for all high risk and low risk receptors for all
pathways. One table should be completed for each applicable chemical identified by the receptor plume map.
This table should list al monitoring wells required to be monitored annually. Start with the source well, and
proceed in order of increasing distance from the source. Underline any SSTL values which are less than the
actual measured value.

Sample Table:
Groundwater Monitoring Plan Summary Table--Chemical: Benzene
Location Actua SSTL Receptor Type Freguency
MW18 17,500 2201 | Citywdl 13 S Annual
3,118 | Sanitary sewer
4453 | City Wdl 12
4,684 H1
7,357 H2
11,033 H3
15,829 H4
MW20 4,280 297 | CityWdl 13 T Annual
804 | CityWdl 13 T
1,627 | City Wdl 12 T
4,487 H3 TG
MW21 2 131| Citywdl 13 G Annual
250
MW22 <1 214 | Citywdl 12 G Annual
MW7 269 1,700 H1 TG Annual
1,905
MW19 216 3,518 H2 TG Annual
7,357 H4
MW16 2,280 10,010 H5 TG Annual




Compl ete the Groundwater Monitoring Plan Comments/Justification section of the report.
Include labeled locations for groundwater monitoring on the Monitoring Map.

6.9 Requirementsfor Mapsand Appendices

Attach the following appendices to the end of the Tier 1 report form in the order listed. Title each appendix
consistent with the bold print bel ow.

6.9.1 Pathway Assessment Attachments

For pathway assessment attachments, follow the directionsin the report checklist and sections 6.6 and 6.7.

. Groundwater Ingestion—Actual.

. Groundwater I ngestion—Potential.

. Groundwater Vapor—Confined Space—Residential.

. Groundwater Vapor—Confined Space—Nonresdential.

. Groundwater Vapor—Sanitary Sewer—Resdential.

. Groundwater Vapor—Sanitary Sewer—Nonresidential.

. Groundwater to Plastic Water Line.

. Surface Water.

. Soil Leaching to Groundwater.
9-1. Groundwater ingestion—actual
9-2. Groundwater ingestion—potential
9-3. Groundwater vapor—confined space—resdential
9-4. Groundwater vapor—confined space—nonresdential
9-5. Groundwater vapor—sanitary sewer—resdential
9-6. Groundwater vapor—sanitary sewer—nonresdential
9-7. Groundwater to plastic water line
9-8. Surface water

10. Soil Vapor to Enclosed Space.

11. Soil to Plastic Water Line.

12. Groundwater Summary Corrective Action Map

13. Soil Summary Corrective Action Map

14. Monitoring Plan Map

©CooO~NOOUTWDNPE

6.9.2 Other Maps

15. Landowner Map. Provide a scaled (scale 1 inch = 200 to 500 feet) vicinity map showing the Sitein relation
to surrounding general features. It must show, but is not limited to the following pertinent general features. roads,
waterways, property boundaries, and structures such as schools, hospitals, child care facilities and other buildings.
Properties which meet the following criteria must be numbered on the Landowner Map and included in the Affected
Property Owner Table in the report body: properties in any receptor plume which contains a receptor classified as
high or low risk. (Refer to section 6.6 for further information on determining a receptor plume.) It must also show
which areas are zoned for residential use.

16. Soil Contamination Plume Map. Provide a soil contamination plume map for each chemical of concern.
The maps must depict the sample locations and soil analytical results used for the Tier 2 assessment, including data
obtained from the Tier 1 field assessment, tank closures, site checks, or other investigations of the release at the site.
If soil gas samples were collected, 1abel the soil gas sample locations and indicate the soil gas analytical results.

Labe contour lineswith the different Tier 1 levels. If site-gpecific measurements are used to calcul ate target levels at
the point of exposure for the vapor pathway, those target levels should be substituted for default target levels.
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17. Groundwater Contamination Plume Map. Provide groundwater contamination plume map for each
chemical of concern. The maps must depict the sample locations and analytical results used for the Tier 2 gte
assessment, including data obtained from the Tier 1 field assessment and other investigations of the release at the Site.

Labe contour lines with the different Tier 1 levels and other target levels at the point of exposure for different
receptor types. For example, the groundwater contamination plume map for benzene should have contours labeled
for the following:

| 5 | 290 | 1,540 | 3,080 | 4,780 | 9,550 |
If Ste-specific measurements are used to calculate target levels at the point of exposure for the vapor pathway, those
target levels should be substituted for default target levels.

18. Groundwater Flow Direction Map. All wells at the ste must be shown on the map. Wells constructed in
different aquifers must be identified. Indicate the groundwater flow direction with an arrow. Groundwater contours
and eevations at each data point used for contouring must be labeled on the map. Contours must be consistent with
observed water devations. An adequate number of water level measurements must be taken in each well to determine
the static water level. Static water levels must be measured to the nearest 0.01 foot. Elevations used in the map must
be measured on the same day.

19. Well Survey Map. Provide a site area map which identifies all groundwater wells including drinking water
wells and non-drinking water wellswithin 1,000 feet of the source. Ensure the map is appropriately scaled.

20. Enclosed Space and Conduit Map. Provide a site area map which identifies all buildings (and whether they
have basements), confined spaces, and conduits within any receptor plume for the vapor pathways. It should also
identify the location of al plastic water lines within the receptor plume for the plastic water line pathways. Identify
the enclosed space vapor sampling locations on the map. If the enclosed space is a residential property, provide a
copy of the access agreement or identify the owner / tenant of the property and date of the survey. Number all
enclosed spaces and conduits on the map to coordinate with “conduit number” from the Enclosed Space / Conduit
Survey Tablein the Tier 2 report form.

21. Surface Water Map. Provide a site map which identifies all surface water bodies within the surface water
receptor plume. Ensure the map is appropriately scaled.

6.9.3 Other Appendices

22. Legal Description of Site. Provide alegal description of the Site, using the township, range, and Ya, Ya, Ya,
Ya section.

23. Laboratory Data Sheets/ Chromatograms. Provide copies of all laboratory data sheets including those for
Total Dissolved Solids analyses, soil gas sample analyses, and indoor vapor sample analyses, if applicable. Provide
copies of al Chain of Custody forms. Submit chromatograms and associated quantitation reports for the waste oil,
diesdl, and gasoline standards used by the laboratory to identify and quantify the field sasmples. The laboratory
analytical report must state whether the sample tested matches the laboratory standard for waste oil, diesd or
gasoline or that the sample cannot be reliably matched with any of these standards. Submit chromatograms for those
soil and groundwater samples with the maximum concentrations of BTEX and TEH. Chromatograms for all other
sample analyses should be obtained from the laboratory and made available to the department upon request.
Laboratory data sheets which have been previoudy submitted for the site do not need to be included in this
appendix.

24. Soil Boring Logs/ Monitoring Well Construction Diagrams. Complete and attach DNR Form 542-1392
for each soil boring/monitoring well placed to investigate the petroleum release at this site, including boring logs and
well congtruction diagrams for the Tier 1 assessment and any historic investigations. Indicate the casing and screen
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material and screen dot size on each diagram. Include the Static water level symbol “v” on the diagram for the water
levd at the time of sampling. At least one Static water level measurement must be taken and indicated at the bottom
of the log for each boring and well ingtalled at the ste. Each log must include vapor screening results and the soil
sample(s) which was sent for laboratory analysis indicated. Soil boring logs / monitoring well construction
diagramswhich have been previoudy submitted for the Ste do not need to be included in this appendix.

25. Wdll Logs (drinking and non-drinking water wells). Provide copies of all available well logs for drinking
water wells and non-drinking water wells and copies of DNR Form 542-1226 for wells plugged according to 567--
Chapter 39.

26. Off-Site Contamination Source Support Data. Include any necessary documentation as described in
section 6.4.

27. Tier 1 Selected Information. If aTier 1 Report was not submitted previoudly, attach the following:
pages 5, 6 and 10 of the report body
Appendix 1- Topographic Site Map
Appendix 2 - Site Plan
Appendix 4 - Fidd Screening Map
Appendix 11 - Tank Tightness Test Results
Appendix 14 - Hydraulic Conductivity Measurements.

28. Corrective Action Documentation - optional

Declaration of Redtrictive Covenants/ Ingtitutional Controls

Abandoned Water Well Plugging Record(s)

Water Supply (IDNR) / Designated County Agent Notification

Report of Plastic Water Line Removal and / or Relocation

Utility Company Notification

Sanitary Sewer Notification

Report of Excavation Activities and, if applicable, completed Land Application Notification Form.

6.10 Requirementsfor Computer Disk

Tier 1 Data. If the Tier 1 software was used to complete the Tier 1 anayss, a 3.5-inch high density disk which
contains the gte file(s) created from the software must be submitted. Labe the file (and disk) with the LUST
number.

Tier 2 Data. Submit a 3.5-inch high density disk which contains the site file(s) created from the Tier 2 software.
Label thefile (and disk) with the LUST number, followed by a2. For example: 9LTZ002.
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